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^ LOW INTENSITY LIGHT THERAPY FOR THE MANIPULATION OF 
FIBROBLAST AND FIBROBLAST-DERIVED MAMMALIAN CELLS AND 

COLLAGEN 

5 - 

Field of the Invention 

The present invention generally relates to a system and method for the use of 
low-intensity light therapy alone or in combmation with various topical compositions. 
Various medically beneficial results can be obtained by using combinations of 
10 photothermal, photochemical, photodynamic and photomodulatory means and applying 
a cosmeceutical or dmg composition, naturally occuring or synthetic or genetically 
engineered topical or systemically delivered chromophores, or other light-activated 
chrpmophores onto or into mammalian tissue and exposing the composition to 
electromagnetic radiation. 

15 

Background of the Invention 

Low-intensity light therapy is an emerging field of study wherein light emitting 
diodes and other emitters of low-intensity electromagnetic radiation are used to treat 
various medical conditions such as acne, hair growth stimulation, hair growth 
20 inhibition, scar reduction and removal, wrinkle reduction^ etc. This is in stark contrast 
to prior art approaches that used high-intensity monochromatic light to treat such 
conditions. 

For example, a known technique for hair removal uses a short pulsed laser to 
produce a wavelength that may be absorbed by a "foreign" material or "skin 
25 contaminant". Aspects of this technique are described, for example, in U.S. Pat. Nos, 
5,423,803, 5,817,089, 5,425,728, 5,226,907, and 5,752,949, all of whicbare 
incorporated by reference. This contaminant may be appUed directly onto the skin and 
may be introduced into the empty space surrounding the hair shaft. One contaminant 
that has been used is carbon graphite in particidate form. The graphite particles have a 
30 diameter that is small enough to enablb the particles to drop from the surface of the skin 
into the free empty spaces between the duct and the hair shaft. The energy from a laser 

\^ 

_03086215A1J_> 



WO 03/086215 PCT/US03/10509 

2 

may then interact with the contaminant particles. This causes injury to surrounding 
tissues whose function is to support the growth of the hair shaft. This tends to reduce or 
eliminate hair growth. 

These contaminant particles are not physically incorporated into the hair shaft or 
5 into the surrounding hair follicle, hair bulge or hair duct cells. Nor do these contaminant 
particles chemically, immimologically, biologically or otherwise interact, react or 
complex with the hair shafts or tissue cells. The contaminant particles simply physically 
occupy the space surrounding the hair shaft. 

Another known hair removal technique is to use a pulsed electromagnetic 
1 0 radiation source to produce a wavelength that may be absorbed by hair, as described, 
for example, in U.S. Pat No. 5,683,380, which is incorporated by reference. 

There are problems with present light and laser hair removal techniques* Known 
melanin targeting systems work reasonably well and are reasonably safe only when the 
color of the hair is very dark and when the skin is very light and not tanned* Virtually 
15 all light sources which tend to target melanin are also inherently absorbed by thie 

overlying and surrounding skin. At present, these light sources caimot be safely used at 
optimal very high power settings for people \yith darker skin or even people with a dark 
tan. 

In another example, there is a known hair removal process which uses a 1064 
20 nm laser to produce a wavelength that may be absorbed by a skin contaminant appears 
to be safe on all skin colors, including darker skin colors, However, this safety is a 
consequence of there being very litde melanin absorption. It is therefore necessary to 
. add graphite particles in oil contaminant lotion before laser treatment This graphite 
particle lotion does not enter into the hair shaft itself. Instead, the gr^hite lotion tends 
25 to occupy empty spaces surrounding the hair shaft as it sits in the hair duct This 

presents a problem. Either an insufficient or sub-optimal number of graphite particles 
penetrate into the hair duct, or an insufficient amount of damage is caused by the 
graphite particles. Consequently, many treatments tend to be required before an 
acceptable result is achieved. 
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Summary of the Invention 

" The present invention is to a method for the manipulation of collagen, 
fibroblast, and fibroblast-derived cell levels in mammalian tissue comprising the steps 
of exposing the tissue to a plurality of pulses from at leiast one source of narrowband, 
5 multichromatic electromagnetic mdiation having a dominant emissive wavelength of 
from about.300nrn to about 1600 nm, and wherein said pulses have a duration of from 
about 0.1 femtoseconds' to about 100 seconds, the interpulse delay between said pulses 
is from aboxxt 0. 1 to about 1 000 milUseconds* and the energy fluence received by said 
tissue is less than about 10 joule per square centimeter. . n 

10 Li another embodiment of the invention, the source of narrowband, 

multichromatic electromagnetic radiation is selected from a light emittmg diode, a 
laser, a fluorescent light source, an organic light emitting diode, a light emitting 
polymer, a xenon arc lamp,a metal halide lamp, a filamentous light source, an intense 
pulsed light source, a suLfur lamp, and combinations thereof, and the dominant emissive 

15 wavelength is from about 400 nm to about 1600 nm. 

In another embodiment of the invention^ the source of narrowband, 
multichromatic electromagnetic radiation further comprises a filter element for reducing 
the intensity of infrared radiation received by said tissue 

It is preferred that the energy fluence received at the tissue is 1 J/cm^ or less or, 

20 altematively, that the energy fluence received at the tissue is greater than 1 J/cm^ and 
the tissue is cooled. In another embodiment of the invention, the energy fluence 
received at said tissue is fix)m about from about IxlO'i^ J/cm^ to 1 J/cm- or, 
- alternatively, the energy fluence received at said tissue is from about from about 1x10'^ 
J/cm^ to about 0.1 J/cm^ 

25 According to the present invention, pulse length is from about 1 nanosecond to 

about 1 second and, preferably, the pxilse length is from about 5 nanoseconds to about 
100 milliseconds. 

In an embodiment of the invention, source of electromagnetic radiation is 
filtered to reduce the energy fluence of infrared radiation or is filtered to reduce the 
30 perception by the tissue of radiation haSving a wavelength greater than about 700 nm. 

Q30e62t5A1 I > 
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In another embodiment of the invention, a topical composition may be applied 
to the skin or target tissue prior to exposure to electromagnetic radiation. The topical 
composition is selected from the group consisting of naturally occxirring chlorophyll- 
containing compounds, carotenoid-containing compounds, phyocobilin compounds, 
5 indocyanine green, methylene blue, rose Bengal, Vitamin C, Vitamin E,Vitai^ 
Vitamin A, Vitamdn K, Vitamin F, Retin A (Tretinoin), Adapalene, Retinol, 
Hydroquinone, Kojic acid, a growth factor, echinacea, an antibiotic, an antifungal, an 
antiviral, a bleaching agent, an alpha hydroxy acid, a beta hydroxy acid, salicylic acid, 
antioxidant triad compound, a seaweed derivative, a salt water derivative, algae, an 

1 0 antioxidant, a phytoanthocyanin, a phytonutrient, plankton, a botanical product a 
herbaceous product, a hormone, an en2yme, a mineral, a cofactor, an antiaging 
substance, insulin, minoxidil, lycopene, a natural or synthetic melanin, a 
metalloproteinase inhibitor, proline, hydroxyproline, an anesthetic, chlorophyll, 
bacteriochlorophyll, copper chlorophyllin, chloroplasts, carotenoids, phycobilin, 

1 5 rhodopsin, anthocyanin, inhibitors of ornithine decarboxylase, inhibitors of vascular 
endotiieUal growth factor (VEGF), inhibitors of phospholipase A2, inhibitors of S - 
adenosylmethionine, licorice, licochalone A, genestein, soy isoflavones, 
phtyoestrogens, derivative, analogs, homologs, and subcomponents thereof, and 
derivatives, subcomponents, immunological complexes and antibodies of said target 

20 tissue, and synthetic and natural analogs thereof, and combinations thereof. 

In another embodiment of the present method for the manipulation of collagen, 
fibroblast, and fibroblast-derived cell levels in mammalian tissue, the method 
; V comprises e?qK)sing the tissue to at least one source of narrowband, multichromatic 
electromagnetic radiation having a dominant enoiissive wavelength of from about 300nm 

25 to about 1600 nm for a period of time of from about 10 seconds to about 24 hours, 
wherein the energy fluence received by said tissue is less than about 1 0 J/cm^, 

It is preferred that the source of narrowband, multichromatic electromagnetic 
radiation is selected from a light emittiag diode, a laser, a fluorescent light source, an 
organic light emitting diode, a Ught emitting polymer, a xenon arc lamp,a metal halide 
\ 30 lamp, a filamentous Ught source, a sulfur lamp, and combinations thereof, and has a 

dominant emissive wavelength is from about 400 nm to about 1600 mn. The source of 

H • - 
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narrowband, multichromatic electromagnetic radiation may further comprise a jBlter 
fefement for reducing the intensity of injfrared radiation received by said tissue 

According to the continuous wave embodiment of the invention, the energy 
fluence received at the tissue is 1 J/cm^ or less. The energy fluence received at the 
tissue can be greater than 1 J/cm^ when the method fiirther comprises cooling the 
tissue.. ■ I ■ 

The method of the present invention may further comprise cooling the tissue to 
maintain a temperature of said tissue below the threshold for themial injury and may 
further comprise maintaining the temperature of the tissue at or below 3 S'^C. 



10 



15 



Brief Description of the Drawings 

Figure 1 is a schematical illustration of various treatment reginiens, including 
the low level Ught method of the present invention which may also incorporate the use 
of topical formulations. 

Figure 2 is an illustration of an embodiment of an LED array of the present 
invention having multiple panels of arrays. 



Figure 3 is a grapMcal illustration of the absorption spectrum of human 
20 fibroblast overlayed with the wavelengths used by narrowband, multichromatic LED 

emitters of the present invention and also the absorption spectrum of indocyanine green 

:.v;-.7.aGC3). ... . 

Figure 4 is a graphical illustration of the absorption spectrum of human 
25 fibroblast overlayed with the wavelengths used by narrowband, multichromatic LED 
;^ emitters of the present invention and also the absorption spectrum of protophorphyrin 
IX, one of the active chromophores in acne bacteria. 

Figure 5 is a graphical illxistration of the absorption spectrum of human 
30 fibroblast overlayed with the wavelengths used by Laser emitters. 
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Figure 6 shows the absorption spectrum for a 0.03% solution of Na Cu 
'Gblorophyllin solution in deionized water. 

Figure 7 shows the relative absorption spectra for various naturally occiuing 
5 chromophores. 

Figure 8 is a graphical iUiistration of the absorption spectnini of hijman 
fibroblast overlayed with the wavelengths used by LED emitters. 

10 Figure 9 shows the absorption spectrum for human fibroblast overlayed with 

lines indicating the dominant emissive wavelength of some commercially available 
LEDs and also the absorption spectrum for chlorophyll a. 

Figure 10 shows the absorption spectrum for human fibroblast overlayed with 
1 5 lines indicating the dominant emissive wavelength of some commercially available 
LEDs and also the absorption spectrum for chlorophyll b. 

Figure 1 1 shows the absorption spectrum for human fibroblast overlayed with 
lines indicating the dominant emissive wavelength of some commercially available 
20 LEDs and also the absorption spectrum for Indocyanine Green. 

Figure 12 shows the absorption spectrum for human fibroblast overlayed with 
, lines indicating the dominant emissive wavelength of some commercially available 
LEDs apd also the absorption spectrum for protoporphyrin DC 

25 h 

Figure 1 3 illustrates before and after pictures of new collagen formation after 
treatment with 590 LED. 

Figure 14 shows the percent change of collagen relative to energy fluence when 
\ 30 varying pulse length and interpxilse defey (off time). 



) i 



BNSDOaDi <WO ^0306621 SA1J_> 



• 1 *» 

wo 03/086215 PCT/US03/10509 

7 

Figure 15 shows the percent change of collagen relative to energy fluence when 
varying interpulse delay (off time). 

Figure 16 shoAvs the percent change of collagen relative to energy fluence for 
5 treatment with 590 LED on a tissue sample obtained from 42 year old test subject 

Figure 17 shows the percent change of colleen relative to energy fluence in a 
tissue sample from a 42 year old test subject, using a 0.5 msec pulse length. 

1 0 Figure 1 8 shows the percent change of collagen and MMP relative to energy 

fluence in a tissue sample from a 42 year old test subject, using a 0.5 msec pulse lesngth. 

Figure 19 shows the percent change of collagen relative to energy fluence in a 
tissue sample from a 32 year old test subject, using a 0.5 msec pulse length. 

15 

Figure 20 shows the percent change of coll^^ and MMP relative to energy 
fluence in a tissue sample from test subjects of varying age, using a.0^5 msec pulse 
length. 

20 Figure 21 shows the percent change of collagen and MMP relative to enetgy 

fluence for pulse lengths of 30.0 nisec and 6.0 insec. 

^ r . Figure 22 shows the percent change of collagen relative to energy fluence with 

tissue from subjects of varying age, using 0.5 msec pulse length. 

25 r . . 

Figure 23 shows the absorption intensity spectrum for cells from subject of 
varying age. 

Figure 24 shows the effect of skin temperature on collagen production for a 32 
j 30 year old test subject. \ , - 

\^ ■ ■ 
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Figure 25 shows the percent change in MMP-I production for various treatment 
re^men and also the effect of filtering infrared radiation from being perceived by the 
target tissue. 

Figure 26 shows the percent change in collagen (Procollagen 1) production for 
5 varioxis treatment regimen and also the effect of filtering infrared radiation from being 
perceived by the target tissue. 
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Figure 27 shows the percent change in MMP-1 production relative to energy 
fluence for tissue from a 32 year old test subject, using a 595 nm pidsed dye laser 
10 having a 7 mm diameter beam and using 0.5 msec pulse lengths. 

Figure 28 shows the percent change in MMP-1 production relative to energy 
fluence for tissue from a 42 year old test subject, using a 595 nm pulsed dye laser 
haying a 7 mm diameter beam and using 6,0 msec piilse length^. 

15 

Figure 29 shows the percent change in MMP-1 production relative to energy 
. fluence for tissue from a 42 year old test subject, using a 595 nm pulsed dye laser 
having a 7 nam diameter beam and using 30.0 msec pulse lengths. 

20 Figure 30 shows percent change in procollagen production at 96 hours using a 

590 nm led array and a 250 msec pulse length, relative to total number of pulses, for 
both a 10 msec and 1000 msec interpulse delay. 

Figure 3 1 illustrates the effect of skin temperature rise relative to energy fluence 
25 for both photomodulation and photothermolysis. 

Figure 32 depicts the percent change in collagen production for tissue samples 
from test subjects of various ages after subjecting the tissue to photomodulation. 

30 Figure 33 shows the percent change in ATP level versus time after treatment for 

a tissue sample from a 42 year old test subject 



BNStXCIO: <WO ^0308621 5A1J_> 



wo 03/086215 



PCT/US03/10509 



9 

/ 

/ 

Figure 34 shows the percent change in ATP level versus time after treatment for 
a tissue sample from a 42 year old test subject. 

5 Figure 35 shows the percent change in ATP level versiis time after treatment for 

a tissue sample from a 16 week old fetus. 

Figure 36 shows the percent cl^nge in ATP level versus time after treatment for 
a tissue sample from a 32 year old test subject. 

10 

Figure 37 shows the percent change in ATP level versus time after treatment for 
a tissue sample from a test subjects of varying ^e. 

A detailed description of a preferred embodiment of the present invention will 
15 be made with reference to the accompanying drawing figures. 

Detailed Description of the Invention 

The following detailed description is of the best presently contemplated mode of 
canying out the invention. This description is not to be taken in a limiting sense, but is 
20 made merely for the purpose of iUustrating the general prindples of the mven The 
. - scope of the invention is best defined by the appended claims. 

In oiie embodiment, the present invention is dhected to a process for 
■:. . dermatologic treatment. One such treatment may include the photomodulation of 

sebaceous oil glands and the surrounding tissue or producing temporary or permanent 
25 reduction of activity or destraction of sebaceous oil glands or supporting tissue or the 
removal, in human or mammalian skin, of some or all of the hairs growing approximate 
to oil glands. In a preferred embodiment the process produces httie or no permanent 
injury or damage to nearby skin tissue. Substantially only the oil gland and 
immediately surroxmding tissue are affected, 
: 30 In another embodiment of the invention, topical compositions are used in 

connection with low-intensity light, produced preferably from light emitting diodes 
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(LEDs), organic light emitting diodes(OLEDs), light emitting polymers, sulftur lamps, 

non arc lamps, metal halide lamps, broad band intense pulsed light sources, 
filamentous light sources, and lasers filtered to produce an appropriate amount of light 
energy with a narrowband, multichromatic emissions spectrum, to manipulate the 
5 production of collagen in mammalian tissue. The invention may also be used to reduce 
or destroy bacteria, viruses, prions and other pathogenic organisms infecting in or 
colonizing living tissue. By this invention, the visibility of wrinkles can be reduced, 
acne scarring and acne bacteria can be reduced or eliminated, warts can be reduced or 
eliminated and other beneficial dermatological effects such as increasing blood flow or 

10 reducing inflammation or allergic reactionis can be achieved. 

In a process according to one embodiment of tiie present invention, an agent 
may be selected which is capable of penetrating the hair ducts and attaching, bonding or 
otherwise becoming incorporated into the hair shaft, hair follicle, hair bulb or hair duct 
cells. Alternatively, the agent can penetrate the epithelial layers of mammalian skin. 

1 5 The agent may be characterized as an active agent The agent naay have sufificient 

optical absorption of a wavelength (or a combination of wavelengths) of a coherent or 
non-coherent light source which can penetrate the skin adequately to be absorbed by the 
target agent or the new agent-tissue complex. 

The mammalian tissue, e.g., skin, may be treated to improve permeability of the 

20 active agent This may be acconiplished, for example, by treating the skin with steam 
or a hot moist towel to hydrate the skin and hair or removing a portion of the stratum 
comeum through various means known in the ai^ 
. microdermabrasion. Techniques involving ultrasound have also been successfiil at 
improving the penetration of topical compositions into the skin. 

25 The agent niay be appUed in sufficient quantity and in suitable form to be 

incorporated into the target tissue in adequate or optimal amoimts to allow the 
production of the desired tissue effect 

Excess agent may be removed, neutralized, inactivated, decolorized, diluted or 
otherwise altered so that residual con^mination of the skin by such excess agent is 

30 either (a) absent and does not interact i?vith the light or energy source, or (b) present in 
such small quantity that it provides no clinical effect 

V ■ ■ 
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Delivery of the desired agent into the target tissues, ducts, or glands may be 
enhanced, facilitated or made possible by the use of enzymes capable of altering the 
struclkre, permeability, or other physical characteristics of the stratum comeimi or by 
the use of ultrasoimd or phonophoresis either for penetration into the gland or 
5 surroimding target tissues or, once penetrated, to cause the release of the agent from the 
encapsulated delivery device such as liposomes, polymers, microspheres, etc. so as to 
cause penetration or attachment of this active agent An electrical or magnetic charge 
may be used to enhance such attachment. Ultrasound may be used thempeutically to 
interact directly with the agent or the agent-tissue complex to produce the desired 

1 0 damaged target tissues (to be used alone or in combination with laser or non-laser ligiht 
sources). Microderm abrasion may also be xised to permit greater penetration of the 
skin, AA^erein the upper epithelial layers are removed. These layers create a natural 
barrier to the permeability of the skin and. by their removal, penetration of the skin by 
topical agents is facilitated. This method may be further enhanced by rising ultrasoimd, 

15 alone or in combination with alteration of the stratum comeuina, to further improve the 
performance of topical compositions. A more detailed description of several aspects of 
the use of ultrasound may be found, for example, in the applicant's U.S. Patent No. 
6,030,374 for "Ultrasound Enhancement of Percutaneous Dmg Absorption" which is 
hereby incorporated by reference in its entirety. 

20 Although preferred embodiments of the present invention may use LEDs, 

ultrasound and/or laser or light energy, as well as electrical stimulation, the present 
invention is not liinited to the use of these energy sources: (Mier sources of energy, 
: including (withdirt Urnitation) microwave energy and radio frequency energy may also 
be med.i Exemplary of known tight sources are fluorescent hghts, siilfi^ 

25 flashlanips, filamentous lights, etc. One skilled in the art will recognize that any light 
source capable of emitting electromeignetic radiation at a medically useful wavelength, 
as described herein, directiy, or by means of optical, electronic, or mechanical filtration, 
is within the scope of suitable light sources according to the present invention. For 
purposes of the photomodulatory and photothermal treatment methods described, any 

30 source capable of emitting light having a wavelength from about 300nm to about 

1600nm, or piroducing electromagnetic radiation Miiich is filtered or otherwise altered 
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to exposure the sjcin, a topical composition, or other component of the present treatment 
regime to a wavelength of light in the aforementioned range is medically useful. 

Particularly useful are neutral density filters for modifying the emission of laser 
light sources to- delivery low-intensity levels of electromagnetic radiation to the target 
5 gland or tissue. The term 'iQw-mtensity" with regard to light-based therapy of the 
present invention is defined as the power level where the target tissue is not thermally 
affected by the electromagnetic radiation. Although the level of light used in 
accordance with low-intensity light therapy may caxise a rise in skin or tissue 
temi>erature, the skin or tissue is not thermally injured by low-intensity light therapy of 

10 the present invention. Although the number of light pulses, the frequency of the pulses, 
the inteipulse interval, and wavelength of Ught used will affect the degree of heating of 
the skin or target tissue, it has been found that light intensities below 1 Joule/cm2 will 
generally be in the low-intensity regime. For purposes of the present invention, 
however, low-intensity refers to an energy level (radiation exposure level of the tissue 

1 5 or skin) that does not cause thermal injury to occur. Thermal injury results from 

exposing the skin or tissue to radiation that causes heating to the point where burning 
occurs. 

Other types of filters, which we will call spectral filters, are usefiil for 
diffracting the monochromatic output of a laser to produce an emission spectrum that 

20 mimics thei output of a light emitting diode. The curves are typified by a bell-shaped 
emission spectrum centered aroimd a donodnant eniissive wavelength. Such sources are 
referred to, hereiii, as narrowband, inultichrpni^ . 

Another vety useful type of filter is one which block infrared emissions that may 
be prodjiped by certain light emitting diodes. Such filters, i.e., IR filters, are useful for 

25 some fornas of treatment where infrared wavelengths are not beneficial, and in some 
cases detrimental, to effective treatment The targeted skin or tissue may be exposed to 
one or more wavelengths of LED, laser or non-laser light such as filtered filamentous or 
gaseous sources or fluorescent sources or single or multiple firequencies of ultrasoimd 
or electrical stimulation. A variety ofparameters may be used (including pulse 

30 duration, energy, single or multiple pulses, the interval between pulses, the total number 
of pulses, etc.) to deliver sufBcient cimiulative energy or appropriate parameter 

. . 
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combination to interact with the agent or tissue or cellular component or complex. One 
bme embodiment of the invention, this results in the inhibition or destruction of the 
sebaceous oil gland or the supporting skin tissue through photomodulatory means, 
photothermal means, or combinations thereof. Alternatively, proper exposure to certain 
5 wavelengths of light, combinations of certain wavelengths of light, such light sources 
either alone in combination at various intensity levels, with and without topical 
compositions to enhance the penetration of the light, are capable of photostimulation of 
hair follicles, glandular and duct activity, etc, resulting in the stimulation of hair 
growth. Other combinations of light parameters, such as from LEDsj may be used to 

10 increase locally in the skin blood flow.thus further enhancing or stimulating hair 

growth. Adjuntive electromagnetic radiation that is non light source such as electrical 
stimulation or low intensity radio waves naay also be utilized alone or in conjxmction 
with the low intensity light ther^y. Ultrasoimd may also be used to selectively preheat 
the target structures or the entire skin as well as to enhance delivery of selected topical 

1 5 agents or light activated chromophores and also may be used to increase blood flow in 
the skin or tissue. Further for treatment over a broad area of human skin, the light 
source may be diffused through a device such as a hologmphic diffiiser; or, 
alternatively, the light source may be comprised of an array of individual emitters such 
as the three-panel array of LEDs. For localized treatment, smaller airaj^ or individual 

20 LEDs, such as in the hand held devices may be used. Since LED sources are 

considered "insignificant risk devices", no medical supervision is required and thpse 
devices naay be usied by the patient for at-hoihe treatment or as part: of ah ongoing skin- 
. care system after receiving treatment by a 

ITie topical agent may be incorporated into the taiget.tissue by a variety of 

25 mechanisms. These mechanisins include, biit are not limited to: 1) physical 
'P- incorporation into the gland (can be oil glands, sweat glands, etc) or target tissue cells 

while leaving the chemical structure essentially unaffected^ or-2) undergoing a chemical 
reaction resulting in a new agent-tissue complex i^diich then becomes a target for energy 
absorption. 
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The process may be a single or multi-step process and may involve the use of 
cqfactors, catalysts, enzymes, or multiple agents which interact to ultimately become or 
create an active agent or agent-tissue complex- 
Agents may include, without limitation, the foUowing compositions and 
5 derivatives and analogs thereof: hair dyes, vegetable dyes, food coloring, fabric dyes, 
tissue stains, shoe or leather dyes, other plant products (such as flavonols, chlorophyll, 
copper chlorophyllin, bacteria chlorophylls, carotenoids, lycopene, enTymes, 
monoclonal antibodies, any immunological agent, genetically engineered agent, benign 
infectious agents, whether naturally occurring or genetically engineered (e.g. the 

10 bacteria that normally reside on the skin such as acne bacteria, etc.), antibiotics, agents 
which attach to sebocytes in the sebaceous gland or duct cells directly, A^diether by 
topical or systemic agents that localize in tiiese target tissues, including antibodies or 
antibody-chromophore compounds of these structures. In general, the topical agent 
chosen will have certain absorption characterstics that augment the penetration of the 

15 radiation to tbe tissue targeted for treatmentj i.e., sebaceous; oil gland, acne-scarred 
tissue, etc. 

Most preferable are topical compositions that include a quantity of a naturally 
occuring chromophore such as chlorophyll, chlorophyllin, protoporphyin, 
bacteriochlorophyll, , etc. These compositions are characterized by a metal-ligand 
20 bond. Further, the metal-ligand bond physical stmcture is common to the naturally 

occuring native chromophores of the present invention, as well as the cyclic tetrapyrrole 
ring that chlorophyU shares \yi& 

, chromphores do not include a metal-ligand bond, nor do they exhibit the same general 
physical; structure as naturally occuring chroniophores, as is illustrated by the known 
25 structures of methylene blue, indocyahin green, and Rose Bengal Dye, 

Agents may be deUvered in pure forin, in solutibii, in suspensioii, i^ 
ia liposomes, in syntibetiG or natural microspheres, microsponges or other known 
microencapsulationornon encapsulation vehicles,, alone or in combination. This list of 
the forms of the agents is illustative and not exhaustive. Those skilled in the art will 
1 30 recognize that there are a wide variety X)f forms for the delivery of topical compositions 
suitable for use in accordance widi this invention. 

) i ■ - 
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The proc€;ss may include an application of an active agent and treatment with an 
eaergy soxirce as a single treatment Altematively, treatment with an energy source may 
be delayed for hours or days after application of an active agent. Application of an 
active agent may be performed or applied at another location, such as patient's home, 
5 prior to the energy treatment 

After an energy treatment has occurred it may be desirable in some situations to 
remove, neutralize, decolorize or otherwise inactivate any residual active agent In 
other situations, continued application to replenish depleted chromophore may be 
desirable. 

10 : One preferred embodiment iises the traiisdermal application of cMorophyU or its 

derivatives or other related plant or dye light absorbing chromophores such as 
phycobilins, indoeyanin green dye, etc to the sebaceous oil gland and surrounding 
tissue. The chlorophyll is then e5q)osed to a source of electromagnetic radiation such as 
from a laser, an LED, a flash-lamp, or other source filtered to provide a dominant 

15 wavelength of from about 400 to about 450nin. Other preferred wavelengths include 
from about 360nm to about 440nm and, with greater preference, from about 3 80rmi to 
about 420nm. Pulse durations are chosen to yield a sufficient energy fluence (i.e-, pulse 
dxiration times the number of pulses) to allow the target tissue to be appropriately 
inhibited to reduce acne bacteria content and to reduce or destroy gland activity throxigh 

20 photomodulation and/or photothermal means. While blue light is used for illustrative 
purposes, it has been foimd that red light, yellow Ught, and combinations thereof are 
rralso effective in accordance with the present invention. Generally, one skilled in the art 
• ■ . :will recx)gnize to choose a light wavelength for treatment in the range of about 300imi 
to about; 1600nm based on the absorption spectrum of the chromophore or other lights 

25 activated topical composition used. 

Figure 6 shows the absoption spectrum for 0.03% Na Cu Chlorophyllin in 
deionized water. The primary absorption peak is shown to be at around 400nm. This 
would indicate that for this chromophore, the most suitable wavelength for 
photomodulator and/or photothermal treataient woiild be at around 400nin. Another 

30 absorption peak occurs at around 62Qiitn, thus in an instance where a light source with a 
dominant wavelength of arotmd 400nm was not available, a light source with a 
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dominant wavelength of around 620nm could be used. This figure further illustrates the 
absorption spectra of a carotenoid with a broad absorption band from 400 nm to 520nm. 
This allows use of more wavelengths including those of green light (500 nm to 520nm), 
Carotenoids can also be used in combination with chlorophyll compoimds for 
5 oxidation/reduction purposes. A comparison of the absorption spectra of various 
naturally occuring chromophores is shown in Figure 7. 

One acne treatment process uses a solution of graphite in a carrier solution and a 
O-switched 1064 nm NDi YAG laser. The solution may be applied to the skin which is 
then treated with the laser using known parameters. It may be preferable to iise a high 

10 repetition rate and move the laser handpiece slowly enough that pulses are "stacked' in 
one spot for several pulses before the handpiece is moved to an adjacent spot It has 
been foimd that there is a stair-step like effect of incremental temperature rise in the 
sebaceous glands with the second and third pulses versus a single pidse. A faster 
repetition rate also tends to help bmld the heat up faster, and to higher levels. This 

1 5 tends to produce the maximum heat (which is desirable, as long as the heat stays 
confined to the sebaceous glands and the immediately adjacent supporting tissues). 
Since this effect occurs substantially simultaneously with other destructive effects of 
the process, the damage to sebaceous glands tends to be enhanced. Unlike carbon 
exploded particles on light impact, the dyes and similar agents may actually remain 

20 absorbing for a brief time until they reach a critical temperature at which time they are 
destroyed or become non absorbers, thus acting as a sort of heat sink for a brief time, 
aUowing more heat to aceimiulate than with carbon solutions and s 
. Switched lasers. Safety remains at about the same level, since dye related damage tends 
to be confined to target tissues. There is no appreciable change in patient treatment 

25 time. 

A prefen^ed method of reducing the visibiUty of acne scarring is to use a 
combination of red, blue, and yellow LEDs in a hand-held device. The illumioation 
pattern for the coinbination of lights is determined by evaluating the absorption 
spectrum for fibroblast in the patients skin and optimizing the intensity of light emitted 
j 30 by each LED to closely match the LED emission spectrum with the absorption spectrum 
of the patient's skin. Depending on the age of the patient, the overall energy fluence is 
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chosen, as is the pulse duration, interpulse interval, and number of repetitions (i.e., how 
many pulses to use,) 

Another embodiment uses a tissue dye \^diich attaches to, or is incorporated into, 
a target cell and surrounding tissues. The target tissue may be illuminated with a multi- 
5 wavelength non-laser light source using appropriate parameters to achieye the desired 
tissue damage goal. v 

Another embodiment uses a light source which is well-absorbed by the melanin 
naturally present in skin and undyed darker hairs. Natural or synthetic melanin or 
derivatives thereof will be well-absorbed by the same wavelength of light (or 
10 altematively two or more wavelengths, one for melanin and one or more for the dye). 
This melanin agent is delivered into the sebaceous gland, duct, or supporting tissue, 
resulting in an enhanced or greater injury to the target tissue (or permitting lower 
treatment energy parameters, resulting in safer treatment than if the sebaceous glands 
duct, or supporting tissue were treated without the melanin dye). This tends to benefit 
1 5 people having darker skin or tanned skin, by allowing lower treatment energy. For 

example, a diode laser or LED or non-laser light source could produce a coiitinuous or 
pseudo-continuous beam of light energy using pulse dumtions as iorig as seconds at a 
wavelength which is absorbed by the light-activated chromophore, native porphyrin 
containing acne bacteria porphyrin compound, or native sebaceous gland, duct^ or 
20 supporting tissue pigment and also by the nielanin or dye used. A pulse duration on the 
order of between about one and thirty seconds appears to be preferable. This also tends 
- to be a much longer tiine than i^^ 

Another embodiment uses an agent which faciUtates cavitation shock waves or a 
thermal effect or both. This preferentially damages (or stimulates) the target tissues 
25 while minimizing damage (or other adverse effects) on surrounding non-target tisisues. 
This may be used with very short pulsed lasers or light sources or with ultrasound 
alone. * 

In one embodiment, a process in accordance with the present invention may be 
used to provide short or long-term control, improvement, reduction or elimination of 
30 acne or other related skin diseases. AA active agent may be physically or chemically or 
immimologically incorporated into cells of the sebaceous (oil) glands, ducts, or 
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supporting tissue, or into the naturally occurring acne bacteria, porphyrin compounds, 
hajurally occuring light activated chromophores, yeast or similar organisms which feed 
on the oil in the oil glands (or sweat glands )or exists in the oil or oil glands as 
otherwise relatively benign inhabitants. Some acne bacteria may not inhabit all 
5 sebaceous structures and other strains may not produce native porphyrins to target with 
light Other acne bacteria may be located deeper than 400 nm to 420 nm light can 
adequately penetrate, thus treatment with light alone may be only partially effective in 
cliniceil treatment. Improvement in sldn disorders may be a direct or indirect result of 
the application of the agents in this process, as may reduced oiliness of the skin, 

10 reduced size or diminished appearance of pores, etc. The present invention is also 

usefiil for treating enlarged pores, oily skin, and other disorders where there is no active 
acne-related disorder. It is also possible to utilize the chromophores (naturally occiming 
or exogenous) described above as 'heaters' to produce local thermal effects thus 
providing long term reduction of acne. Near infrared or infrared wavelengths may be 

15 particularly useful for such applications. 

Other similar disorders such as folliculitis which involve the pilosebaceous 
(hair/oil gland) xmit may also be treated using the present invention. The present 
invention may also be used to reduce perspiration, sweating, or hyperhidrosis from 
eccrine (sweat) glands or apocrine glands. A preferred embodiment of the present 

20 invention may be used to treat other skin disorders such as^ for example, viral warts, 
psoriasis, precancerous solar keratosis or sldn lesioM^ 

sweatings aging, wrinkled or sundainaged skin, and skin ulcers(diabetici pressure, 
. venous stasis). 

Scarring is commonly seen as a consequence of disorders, diseases, or 
25 dysfunctions of the sebaceous apparatus. Scarring may consist of one or more of the 
foUowing: raised hypertrophic scars or fibrosis, depressed atrophic scars, 
hyperpigmentation, hyperpigmentary redness or telangectasia. Raised or thick or hard 
hypertrophic scars (which are composed of an excess of collagen) can be improved by 
photomodulation wherein the stimulation of production of collagen dissolving enzymes 

i 

} 30 (called Matrix metalloproteinases) such as MMP-1 (collagenase) causes the scar tissue 
to be diminished. Such photomodulation can be accomplished alone or in combination 
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with photothermal methods (see Figures 14-38, wherein MMP-1 can be seen to be 
increased by the traditional photothermal methods — at aroimd 7.0J/cm2 energy levels, 
althoxigh MMP-1 also can be stimulated in the non thermal photomodulation light 
energies). Figure 13 shows enlarged tissue photographs of new collagen growth 
5 produced by the present invention. 

Photomodulatory, photochemical, or photothermal treatments alone, or in 
combination with exogenous or endogenous chromophores, or combinations thereof, 
can be used simultaneously, sequentially, etc., as described herein for the treatment of 
sebaceous gland disorders, diseases, or dysfunctions. Further, as herein described, the 

10 term photomodulation refers to the treatment of living tissue with light along, heat 

emitted by a light source, or light-activated chemical compositions, or any combination 
thereof. Falling within the scope of photomodulatory treatments are photothermal 
treatment, photoactivation, photoinhibition, and photochemical treatment of living 
tissue and, in particular, sebaceous structures, fibroblast cellSj fibroblast-derived cells, 

15 and collagen within human skin, 

Fiirther, electromagnetic einitters of the present invention can faU^^ i^^ 
categories: those which emit light in the visible spectrum and are useful for 
photoactivation and photoinhibition photomodulatory process; those that einit light in 
the ultraviolet spectrum and are also useful for photoactivation and photoinhibition 

20 photomodulatory process; and those that emit light in the infrar^ region and permit 
photomodulation treatment to be carried out through photothermal means, i.e., heat 

: activation of the exogenous chronciorphore, Uving ^c^ 

A preferred embodiment of the present invention may iise vaiiotis 
inicroencapsulation or other processes to randomly, non randomly, or 

25 preferentially/selectively deUver active agents. If the diameter of the micro 
encapsulations is about five microns, then there may be relatively site specific 
preferential delivery into the sebaceous oil glands or skiu' surface stratum comexmi 
cells. If the diameter of the microencapsulations is in the range of about one micron, 
then the active agents may be delivered with a more random distribution between the 

30 hair ducts and the oil glands. If the diameter of the microejacapsulations is larger, on 
the order of about 20 microns or greater, then delivery will tend to be restricted 
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primarily to the skin surface. The micro encapsulations may be synthetic or natural. If 
tiltrasoimd is used to enhance penetration, then the diameters and ultrasound treatment 
parameters may need to be adjusted according to the applicable principles which allow 
the estimation of the optimal ultrasound parameters for driving small particles into the 
5 skin, skin appendages or skin orifices. 

Microencapsiilation may be used to improve delivery of known agents such as 
chlorophyll, carotenoids, methylene blue, indocyanine green, rose bengal and particles 
of carbon or graphite. A known technique for using a laser to produce a wavelength 
that may be absorbed by indocyanine green for a hair removal treatment process is 

1 0 described, for example, in US Patent No. 5,669,916, which is incorporated by reference. 
It has been found that by iising smaller particles and putting the smaller particles into 
more imiform diameter ncdcroencapsidatioiis, more site specific or imifonn t^ 
may be achieved, A preferred formiilation may include indocyanine green or other dyes 
or agents to form a lipid complex which is fat-loving (lipophilic). The deli very and 

15 clinical effects of agents and dyes such as indocyanine green dye may be refined and 
enhanced by selecting a carrier or encapsulation having a diameter that increases the 
probability of preferential delivery to a desired space, and/or that enables interaction 
with ultrasound to thereby increase the probability of preferential delivery, and/or that 
selectively attaches to the sebaceous gland, duct, supporting tissues, oil itself or 

20 bacteria, yeasts, or other drgaiiisms residing within these tissues. 

Indocyanine green dye is presently in medical use, appears to be relatively 
beiiign, may be activated by red visible Ught iasera^^^ 

.or multichromatic light, (in the 800 nm range) may i)enetrate deeply enough to reach the 
oil glands, is used for leg vein and hair removal, and is relatively safe, cheap, and 
25 reliable, i A known technique for using a laser to produce a wavelength that may be 

absorbed by indocyanine green for use in a leg vein treatment process is described, for 
example, in US Patent No. 5,658,323, which is incorporated by reference. Methylene 
blue has also been used according to the present invention witii good success. 

One of the preferred light sources for 800nm visible light is the 800-8 1 Ormi 
\ 30 diode laser. Hiese lasers are reliable aiid relatively inexpensive due to their solid state 
electronic nature. However, 810nm LEDs are also available which now produce as 

BNSOOCID:<WO ^030862 15Al_L> 



wo 03/086215 ^ PCT/US03/10509 

21 

much as 25 Omilliwatts of energy per LED and more powerful LEDs are under 
de^yelopment. Thus, it is possible to produce significant energy with non laser light 
som-cbs that can be compact and even battery powered hand held devices. Likewise, 
large arrays of LED can be constructed so that entire body areas (such as the face or 
5 shoulders) can be rapidly treated aU at one time (current 810 diode lasers can treat areas 
about one half inch in diameter thus treating the entire face treatment for acne currently 
requires a prolonged treatment period while individual areas of the face are treated in a 
fashion much as one would lay floor tiles. Inherently, some areas will receive 
overlapping treatments and other areas wiU be skipped or missed. A small hand held 
10 LED device can also be used to intentionally spot treat small areas such as acne pimples 
or deeper acne cysts. However the same principle applies for hair removal, wart 
treatments, hair growth stimulation, tattoo removal (SlOnm light can be used to remove 
a very large variety of tattoo pigments and the current art of using nanosecond pidses 
can be utilized with LEDs but also a new method can iitilize much longer pialse 
1 5 durations than has been appreciated ranging into the millisecond and even seconds of 
pulse durations for tattoos and hair removal. 

The microsponges (although it is understood that other micro encapsulation 
delivery mechanism or non encapsulated delivery systein may be used) containing or 
otherwise 'transporting' the active agentmay selectively attach, or at least have a 
20 chemical affinity for, some part of the oil gland. The ICN dye may be conjugated with 
lipids, which would then have an affinity for the oil glands. Altematively, the 
attachment inay occur after the active agent is released fironl the microsponge (or other 
V . delivery device), either passively or by attractive or chemical or immmological forces 

or attractions. In thecase of some iiucroencapsulation carrier veMcles, release inay 
25 occur after dismption of the vehicle integrity itself, possibly by ultrasoxmd or laser or 
light or other energy source or perhaps a chemical reaction. 

In a preferred embodiment the ICN dye may be mixed with lipids, or put into 
microsponges (a.k,a microspheres), and then appUed to the skin surface, allowed to sit 
for a time. Excess dye may be removed, and then the area may be treated with laser or 
30 non laser light at about 800 nm, between about 0.001 and 1000 millisec pulses and 
aroimd 0.01 and 100,0 Joxiles/cm^. Long duration pulses, lasting up to 20 to 30 
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minutes, may also be used for certain types of treatment. USP 5,817,089 specifies 
^'particles having a major diameter of about 1 micron". It has been discovered, 
however, that these diameters may not be optimal. A 1 993 Pharmaceutical Research 
joiimal article by Rolland et al describes an acne treatment wherein a topical acne drug 
5 is deUvered with less irritation by putting the drug into synthetic polymer microsphere 
sponges This article reported that an optimal diameter for site-specific delivery into 
sebaceous oil glands in the skin was about 5 microns, and that 1 micron particles 
randomly deUvered to the hair folUcle and stratum comeum. 

Most agents may not inherently be the optimal size. However, virtually any 
10 agent may be preferentially delivered to the sebaceous glands by either synthetic 
microspheres, or liposomes, or albumen microspheres, or other similar "delivery 
devices". 

In a preferred embodiment for treatment of acne, graphite particles having an 
average diameter of about one micron may be placed in delivery devices, such as 
15 microsppnges, having an average diameter of about five microns. The rnicrosponges 
may then be suspended in a lotion. Ultrasound may be used to drive the particles into 
the skin. The optimal idtrasound parameters may be based on the outside particle 
diameter (especially if particles are imiform). Selective deUvery of the particles to hair 
and perh^s to sweat glands may be improved. 
20 Use of such applications could enable selective deUvery of anti-acne agents, or 

hair dye for laser hair removal, or agents which stimulate hair growth, or other hair 
, treatments, wart treatments, psoriasi 
. diameter was iised^ with or without ultrasoimd, to preferentiaUy deliv^^^ 
at different parameters or laser was used to release (not necessarily to activate or 
25 interact). 

These techniques may be appUed to many other agents in addition to ICN dye 
and graphite lotions. The term "encapsulated delivery device" is used herein as a 
generic term which encompasses all such possible items. 

Pressure may be used to impel particles (i. e, , graphite, carbon, or other active 
30 £igent or skin contaminant particulates) into the skin, either in the spaces between the 

stratum comeum, into tiie hair ducts and hair follicles, the sebaceous oil glands, or other 
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struGtures. Air pressure or other gases or liquids may be used to enhance delivery or 
uiCTease the quantity of delivered agent A known technique for iising an air pressure 
device for removing skin surface is described, for example, in US Patent No. 5,037,432, 
which is incorporated by reference. 
5 Ultrasoimd may be lised to physically deliver hair dye and to enhance 

penetration into the hair shaft itself (see, for example, US Patent No. 5,817,089, 
incorporated herein by reference). The use of ultrasound to physically drive graphite 
particles down for the treatment of imwanted hair or acne appears to have been 
suggested in the prior art However, the applicant is aware of no prior art disclosure or 

10 suggestion of: (1 ) the use of ultrasound to enhance the penetration of an agent into the 
hair shaft itself, or into surrounding cells; (2) the use of ultrasoxmd to drive graphite 
particles into spaces between the stratum comeum to enhance the effects of a skin peel 
process (which physically removes a portion of the outer layers of the skin surface); or 
(3) physically removing the hair by methods such as waxing or pulling and then 

1 5 iiyecting the treatment composition, i.e., the chromophore or other topical composition, 
into the sebaceous gland or duct. Such methods are contemplated in one embodiment 
of the invention. 

A known skin peel process may be improved by using ultrasoimd to open 
intercellidar spaces in the outer stratum comeum layer of the skin via cavitation. Then 
20 an active agent may be driven in further with the same or siroilar idtras^ 

Ultrasound may be used before or after the application of peel or microdermabrasion 
processes. Electrical stimidation can also he us conjimction with all of these 
\ therapies. Fibroblast stimulation may be optimized with both topical agents that are 
applied afterwards (while the skin is still relatively permeable) and also with additional 
25 low level light stimulation! 

The processes described above nmy be xised to deUver two diff^ 
either serially or simultaneoudy. The two agents may then be activated by the light 
source together to work synergistically, or to combine and then have an effect, or to 
deliver two different agents that may be actiyated simultaneously or very closely in 
30 time. Two different light sources or wavelengths may be used serially or simultaneous 
to have different effects such as treating active acne lesions and also acne scarring; 

\^ 
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treating acne rosacea lesions and also rosacea blood vessels or telangectasia; or using 
photothennal means for active acne and nonthermal photomodulation for treating acne 
scarriiig or skin wrinkles. 

Two entirely different laser, LED, or light beams may be delivered substantially 
5 simultaneously through the same optics at different parameters. For example, one beam 
may be deUvered primarily to release or to activate, and a second beam primarily to 
treat. Additive effects may be achieved by using two beams at the same time, such as 
the use of blue light with a wavelength of approximately 400nm and red light with a 
wavelength of approximately 600imi, For example, a known process for skin peel and 

10 hair reduction may be optimal at 1064 nm for safety and for treating all skin colors, but 
other wavelengths may be better to achieve a low level laser stimiilation of fibroblasts. 
Acne reduction is acMeved by this process, as well, iising lasers or LEDS as the low- 
level light source at a wavelength chosen according to the absorption spectrum of the 
topical comi)osition used. Particxilarly preferred for topical compositions are those 

15 comprising naturally occurring chlorophyll-containing compounds, carotenoid- 
containing compoimds, phyocobilin compounds, certain dyes such as indocyanine 
green, methylene blue, rose Bengal and other similar dyes and derivatives thereof, and 
mixtures thereof, as well as derivatives, analogs, and genetically engineered or 
chemically or immunologically modified forms of such agents. 

20 The iise of immunomodulating active agents in conjunction vvith 

photomodulation is another application wherein photomodulation is used to trigger, 
enhance^ activate, accelerate, amplify, stinuilate, or iiihibi^^ 

. synergistic or inhibitory process ^s^ch is activated by an immunomodulating substance 
or combination of such substances. In addition to the described effects above, 
25 photomodulation with tight can produce stimulation or inhibition of local or system 

immune responses. Furthermore low energy electromagnetic fields can produce similar 
phenomena and can be used alone or in combination with photomodulation. 

Electromagneticmodulation can be produced by low intensity electromagnetic 
fields in either pulsed or continuous wave fashion with energy densities typically in the 
30 range of 1 0 miCToT to 1 00 milliT and fcan be pulsed in tiie low or high frequency range. 
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but one preferred embodiment is to use low frequency in the 10-lOOHb: frequency 
range. > 

The use of low intensity LED light alone or in conjunction with a topical or oral 
light activated agent and the concomitant use of a topical or oral or systemically 
5 delivered immunomodulating agent Some such treatments would require medical 
> supervision, however by utilizing low intensity LED and selecting very safe active 
agents home self administered therapy is possible. For example, topical indocyanine 
green dye or chlorophyll or drugs such as aminolevulenic acid is applied to a skin wart 
and then treated with an 8 1 Onm LED at the desired parameters. Treatment with a 

10 : topical inamunomodulator such as plant derived active substances such as imiquinod or 
urushiol (poison ivy active agent) can be used to complement or enhance the reduction 
or removal of warts. In many cases the wart virus (liimian or animal papilloma virus) 
remains in the skin eyen though the visible wart disappears. Also, some strains of these 
viruses have now been proven to cause cancer. Thus theuse of adjunctiy^ 

15 immiiTin modulators may be beneficial in triggering the natural immtme system of the 
body to 'destroy' the wart virus so that it does not remain 'dormant' and a possible 
cancer risk. One example is the problem with the asspciatipn of cervical cancer and the 
genital wart virus. Several strains have now been shown to be oncogenic and cause 
cervical cancer — which still kills many women worldwide despite PAP smear 

20 screening. There is a growing world wide epideroic of genital warts and treatment is 
often delayed or unavailable in many areas of the world. 

V > The use of LED and a topicai light activated chronaophore would provide a. 
-a -rv:. :: . simple, low cost and reliable (LED may last yxp to 100,000 hours and are very resistant 
to vibration and other environmental damage) means of treating and can be assembled 
25 into devices wWch can be easily inserted intravagiiiaUy and wMch can provide 
- : complete and uniform illumination of the affected cervical tissues and is very sinaple to 
operate. 

A hand-held device containing the low-level light source may be used to 
photomodidate or photothermally activate, or both, the Uving tissue or active ingredient 

I 

\ 30 in the topical composition, or both, for skin peel, hair reduction, or acne reduction, and 
either simultaneous or synchronized sequentially in time to deliver another wavelength 
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that may be optimal to in view of the absorption characteristics of the patient's 
fibroblast spectrum or the spectrum of the topical chromophore composition. In the one 
case it may be the best wavelength to stimulate fibroblasts, hi another case it may allow 
selection of a melanin or dye (or other agent) having very strong affinity for the 
5 sebaceous gland and very strong absorption at the wavelength used for treatment. 
Similarly the absorption or fluorescent emission spectra of various living cells or 
subcellular components and light activated chromophores can be analyzed and 
wavelengths suitable for 'action' or photomodulation may be identified. 

There are a wide variety of different operating parameters that may comprise 

10 conditions ejBfective to produce beneficial cellular eflfects such as triggering cellular 

regeneration or photoactivation or photoinhibition which, for example, could reduce the 
activity of, or even destroy, oil glands in the skin, thereby indirectiy reducing acne 
bacteria. Also, it is preferable to target a natural chromophore for photoactivation or 
photoinhibition, each falling nnder the general term phdtomodnlation is possible for 

15 ^i^tiy treating the naturaUy oceuring porphyrin compoimds in acne ba 

addition to targeting exogenous chromophores like carotehoids, chlorophyll, phycobilin 
and derivatives thereof including copper chlorophyllin and other dyes such as 
indocyanine green dye, methylene blue dye, rose bengal, congo red and similar 
compositions known to those skilled in the art. Further photothermal modxilation of the 

20 oil glands and surroimding tissue can be accomplished via the same means as described 
above, although the operating parameters may vary. The difference being that 
photothernaal treatment iises heat to induce iiiinor to moderate amo 
.injury to the glaiid or siUTound tissue to reduce the ac 
it altogether. 

25 Exogenous chromophores are substances which absorb light or electromiagnetic 

radiation in at least one narrow band of waveletigths and assist with the treatment 
method and system of the present invention by applying them to an area of the skin to 
be treated. Selection of the exogenous chromophore is determined by the absoroption 
spectra of the chromophores and is dependent on the wavelength of the narrowband 
\ 30 multichromatic emitter used for treatment. In accordance with a preferred embodiment 
of the invention, the chromophore will aid in treatment by enabling at least the 
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dominant or central wavelength of the narrowb^d, multiGhromatic radiation to 
penetrate at least the stratum comeum layer of the skin and permitting the 
photorhodulation or photothermal injury or destruction of living tissue, sebaceous oil 
gland, duct, or supporting tissue in and belov^ the stratum comeum. In some instances, 
5 the photoinodulated tissue can be below all of the epithelial layers of the skin. 

Some examples of possible operating parameters may include the wavelengths of 
the electromagnetic radiation to which the living tissue containing cells to be 
regenerated;, stimidated, inhibited, or destroyed, the duration of pxilses (pulse duraction) 
of the electromagnetic radiation, the munber of pulses, the duration between pulses, 
1 0 also referred to as repetition rate or interpulse interval. Intervals between treatments 

can be as long as hours, daysj weeks, months, etc.; and the total number of treatments is 
determined by the response of the individual patient. . Further, treatment regimens 
using a combination of more than one wavelengths either simultaneous or in sequence 
may be used. As well, the energy intensity of the radiation as measured at the living 
15 tissue (typically measured in Joules per centimeter squared, watts per centimeter 

squared, etc.), the pH of the cell, tissue or skin, the skin temperature, and time from 
application to treatment with a light source, if used vsdth exogenous chromophore 
(which can be topical, injected, driven in with ultrasound, or systemic) is determined by 
the nature of the treatment and is further illustrated in the Examples. 
20 Wavelength — Each target cell or subcelliilar component, or molecular bbnd 

therein, tends to have at least one imique and characteristic "action spectrum" at which 
it exMbits ciSiiainelectronia^iBtic o light absorption peaks or maxima, for example, 
. shows the absorption spectrum of one line of human fibroblast cells iu monolayer tissue 
culture.; Different cell lines (of the same cell — for example fibroblasts from 3 different 
25 patients^exMbit some differences in their absorption spectra and thus iising^n 

band multichromatic light (rather than monochromatic light) is also usefiil in producing 
the optimal clinical effect. When these cells or subcellular components are irradiated 
with wavelengtlis corresponding to the absorption peaks or maxima, energy is 
transferred from the light photon and absorbed by the target. The particular features of 
30 the deUvered energy determine the cellular effects. The complexity of these 

combinations of parameters has produced much conftision in the prior art. Basically, 
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the wavelength should roughly correlate with an absorption maxima for the target cfeU 
or/ subcellular component or tissue, or the exogenous chromophore. In some cases it 
may be desirable to target more than one maxima — either simultaneously or 
sequentially on the same or different treatment dates. The presence of multiple maxima 
5 action spectra are common for a given cell or subcellular component or exogenous 
chromophore and different wavelength maxima irradiation may produce different 
results. 

If the wavelength band is overly broEid, then the desired photomodulation effects 
may be altered from those intended . Consequently, Xise of broad band noncoherent 

1 0 intense light sources may be less desirable than fliose specified for use with the present 
invention, in contrast to the use of multiple narrowband emitters unless they are 
equipped witti one or more filtering devices which allow the transmission of only 
narrow bands of selected wavelength(s). The laser diodes are also multichromatic with 
narrow wavelength bands around a dominant band, i.e., they are narrowband 

1 5 multichromatic devices ~ devices which eniit electromagnetic in a narrow band of 
radiation either symetrically or asymetrically around a dominant wavelength. For 
purposes of the present inventioni, any device that emits electromagnetic radiation in a 
bandwidth of +/- about 100 nanometers around a dominant wavelength can be 
considered to be a narrowband, multichromatic emitter. LEDS, while not 

20 monochromatic, emit in such a narrow band as to be considered narrowband 
multichromatic emitters. The narrow band allows photons of slightly different 
wavelengths to be emitted^ This can potentially be beneficial for creating certain 
. desirable multi photon interatctions. In contrast^ most commercial lasers emit light at a 
single wavelength of light and are considered monochromatic. According to the present 

25 invention, however, such lasers can be filtered to produce light intensity levels suitable 
for use with treatment according to the present invention and, as well, can be filtered to 
emit a spectrum of light similar to fliat of LEDs. The use of lasers, according to the 
prior art, has relied upon the coherent, i.e., monochromatic, nature of their 
electromagnetic emissions. 

30 According to the present invention, lasers are a suitable light source but are not 

used for their ability to emit high intensity radiation or for their monochromatic 
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radiation (single wiavelength output) j as has been done previously. Generally, any 
sowrce of electromagnetic radiation capable of exposing the target tissue with from 
about 1x10"^ J/cm^ to about 10 J/cm^ of energy in the desired wavelength (generally 
within the range of from about 400nm to about 1600nm) will be able to effect 
5 modulation of collagen, fibroblast, or fibroblast-derived cells, although 1 J/cm^, or less, 
i is preferred to avoid thermal injury. Such Ught sources can be used in either a 

continuous wave (long pulse) or in a pulsed mamier. Lasers are suitable for use in 
either mode. Since lasers are monochromatic, the laser may be filtered to produce a 
narrowband, multichromatic spectrum. In the prior art, lasers were used to produce 
V 10 thermal injury to the skin or target tissue because of their ability to produce high energy 
fluences. According to the present invention, however, lasers are acceptable because of 
their wide availability, the assortment of primary wavelengths that commercially 
available models produce, and their ability to produce a wide range of energy fluences 
(although with some commercial lasers, production of low energy fluences may require 
15 filtration of the laser's output). 

Wavelength may also determine tissue penetration depth. It is important for the 
desired wavelength to reach the target cell, tissue or organ. Tissue penetration depth for 
intact skin may be different than the tissue penetration depth for id^ 
skin and may also be different for skin that has been abraded or en2ymatically peeled or 
20 that has had at least a portion of the stratum comeimi removed by any method , It lis 
also important to penetrate any interfering chrpmophore that also absorbs at this same 
",iU;3 - wavelength (e.gvdarfc ethnic skill, plasti or cell culture, etc.). It 

: m i^'i : . is important to penetrate any tissues or organs in its pathway. 

^For example^ light having a doniinant wavelength enu 
25 400 nm to about 420 nm has such a short wavelength that not all sebaceom glands or 
< : • acne cysts can be effectively treated due to the limited depth of penetration of 

radiation, whereas light having a wavelength of about 600 mn to about 660 run can 
^ more easily penetrate to a greater depth, if treatment of the lower dermal layers or even 
deeper is desirable. Accordingly, the selection of the dominant wavelength of the 
I 30 radiation emitter is also dependent on the depth of treatment desired. .For example 
iadocyanine green dye absorbs around 800nm and chlorophyll compounds absorb at 
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longer and shorter wavelengths, thus the longer wavelengths such as these will 
pejQ^etrate better than the 420mn wavelength of protoporphyrm-K^ The selection of the 
piropet wavelength is one of the sigmficant parameters for effective use of the present 
invention, but others are important as well: 
5 Energj^ Density — The energy density corresponds to the amoiont of energy 

deli vered during irradiation and is also referred to as energy intensity and light intensity. 
The optimal 'dose' is affected by pulse duration and wavelength thus, these are 
interrelated and pulse duration is very important in general high energy produ^ 
inhibition and lower energy produces stimulation. Energy fluence, while not 

10 synonymous with energy density, is related in that it represents the total amount of 
energy received at the target skin or tissue and is a product of the energy deMity, 
number of pulses, and pulse duration. 

Pulse duration The exposure time for the ixxadiation is very critical and va^ 
with the desired effect and the target cell , subcellular component, exogenoxis 

15 chromophore tissue or organ.(e.g. 0.5 femtoseconds to 1 0 min may be effective for 
human fibroblasts, though greater or lesser may also be iised successful In a 
preferred embodiment of the invention for the manipulation of collagen production in 
human skin, extremely short pulses used in conjxmction with carefully selected 
interpulse intervals (time between pulses) have been found to be beneficial. For such 

20 treatment, pulse lengths can vary firom less than one picosecond to several seconds with 
Mteipulse intervals of a few picoseconds to a few hundred nod^ 

To maximize collagen production while minimizing the production of collagen- 
. dissolving enzymes, however, pxdse durations of firom about 1 femtosecond to about 
minutes 100 milliseconds are preferred, depending on the target 'reaction center' or 

25 'receptor' of the photomodulation there are preferred ranges for stimidation ^^ilich are 
distinct from those for inhibition and also there are broad ranges where minimal effects 
are produced; also we have demonstrated that by varying one or more of the 
photomodulation parameters; and interpulse intervals of from about 1 millisecond to 
about 1 second are preferred. Figure 14 illustrates the relationship between energy 
\ 30 fluence and percent change in collageii production (a higher percent change indicates 
more collagen production). 

\^ 
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For example, with human fibroblasts 590mn LED light stimulated procollagen I 
pro^duction maximally in the following distinct energy density ranges: -1.5 — 3.5 J/cm2; 
100-500 milliJ/cm2; 100 - 1000 nanoJoules/cm2. Pulse duration combinations for 
these cells have also been noted which are more or less effective at photomodulation / 
5 stimulation. A regime of 250msec on followed by 100msec off and repeated for 100 
pulses is very effective at stimulation of procollagen I, whereas 250 msec on and 
1000msec off for 100 pulses is almost completely ineffective (the only difference being 
the * off time' although the total energy exposure is identical. Thus, the interval 
between pulses can greatly affect the results. 
10 Similar significant effects can be demonstrated by varying the number of pulses 

(also referred to as repetitions). For example, in many cases large numbers of pulses is 
. less effective at stimulation than a much smaller iaumbers of pulses; and continuous 
exposure may be more effective than pulsed light with the same total energy fluence 
depending on the choice of pulsed parameters. Although millisecond pulses are one of 
15 the preferred embodiments, the use of continous wave light is another preferred 

embodiment and also the use of very short pulses in the pico, femto and nanosecond 
ranges are also a preferred embodiment for photo modulation with both LED and with 
certain pulsed lasers such as Q switched lasers. 

It has been found that pulses ranging fi^om 1 femtosecond to 20 nanoseconds 
20 with an inteipulse delay of about 20 to 1 00 milliseconds is a particularly effectives 

operating regime for stimulating collagen production while minifni zing the production 
of collagen dissolving enzymes such as rnmp- 1 . A very important factor is the 
. interpulse delay (time between pulses) which, although not wishing to be bomd by 
theory, appear to govern the relaxation time of the 'reaction centers' in the affected 
25 cells. These reaction centers are, inter alia^ molecular structures, chemical bonds, cell 
or subcellular receptor sites or conformational changes in the sh^e of various 
structures (typically ceU or subcellular membranes) and act as 'antennae' to 'receive' or 
'capture' the light energy or photons generated by photomodulation or from 
electromagnetic fields. As shown in Figures 18-31, the percent change in procollagen I 
30 production is maximized in one of the i)referred embodiments with an interpulse delay 
of 1 00 milliseconds. 

\i 
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As shown in Figure 1 8, at vety low energy fluences, there is a trend toward 
greater collagen production (soUd line) than collagen destruction (dashed line). Using 
anan LED having a dominant emissive wavelength of 590nm it is possible to greatly 
improve the rate of Procollagen I production compared to the rate of production of 
5 mmp-1. 

Achieving the desired pulse rate can be accomplished by methods known in flie 
art such as capacitor timing networks, Q switches, etc. Some of these methods have 
been fomd to incorporate features that, when applied to the present invention, can 
provide previously unknown benefits. One such feature is the pxilse wave form. 
10 Various pulse waveforms have been found to have an affeict on photomodulation. 

With lasers, another important feature is pulse trains. By carefully controlling 
the pulse duration, interpulse delay, and pulse firequency, lasers can begin to behave 
similarly to LEDs, when used in accordance with the method. Lasers can be made to 
produce a wider spectnma by both electronic means and by changing the chemical dye 
1 5 mix (dye laseis), in addition to traditional optical means of altering the output of the 
laser. ^ 

Continuous Wave (CW) vs. pulsed - e.g. the optimal pulse duration is affected 
by these parameters. In general, the energy requirements are different if pulsed mode ls 
used compared to continuous (CW) modes. Generally, the pulsed mode is preferred for 
20 certain treatment regimen and the CW mode for others. In some preferred 
. embodiments the CW mode is actually more effective than some of the piilsed modes. 

Frequency (if pidsed) — e,g. higher frequency tends to be inhibitory while lower 
- frequency tends to be stimulatory, but exceptions may occur. The total number of 
pulses is also a modulating factor and in many cases the higher numbers of pulses tend 
25 to be more inhibitory and smaller numbers more stimulatory. 

Duty cycle — This is the device light output repetition cycle whereby the 
irradiation is repeated at periodic intervals, also referred to herein as the interpulse 
delay (time between pulses when the treatment session coihprises a series of pulses). 

Beam Profile Shaping — This refers to the pattern of radiation exposure that the 
\ 30 skin or target tissue is exposed to. Different beam profiles can alter the 
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photomodulatory effects of a particxilar treatment regimen (i.e., the combination of 
wavelength, pulse or CW duration, pulse frequency, interpulse interval, etc.) 

The present invention may be used with or ^ 
composition to the skin or target tissue. One function of such compositions may be to 
5 alter the refractive index of the skin or target tissue, so that the absorption spectrum of 
the skin or target tissue is closer to the emissions spectrum of the source of 
electromagnetic radiation. Suitable active agents for vise in topical compositions 
applied to the skin in accordance with the present invention include one or more of 
Vitamin Vitamin E, Vitamin D, Vitamin A, Vitamin K, Vitamin F, Retin A 

10 (Tretinoin), Adapalene, Retinol,Hydroquinone, Kojic acid, a grovsrfhfa^^ 

an antibiotic^ an antifungal, an antiviral, a bleaching agent, an alpha hydroxy acid, a 
beta hydroxy acid, salicylic acid, antioxidant triad compoimd, a seaweed derivative, a 
salt water deriviative, algae, an antioxidant, a ph3i:oanthocyanin, a phytonutrient, 
plankton, a botamcal product, a herbaceous product, a hormone, an en2ym 

15 a genetically engineered substance, a cofactor, a catalyst, an antiaging substance, 

insulin, trace elements (including ionic calcium, magnesium, etc), minerals, minoxidil, 
a dye, a natural or synthetic melanin, a metalloproteinase inhibitor^ proline, 
hydrpxyproline, an anesthetic substance, chlorophyll, bacteriochlorophyll, copper 
chlorophyUin, chloroplasts, carotenoids, phycobilin^ rhodopsin, aniiiocyanin, and 

20 derivatives, subcomponents, immunological complexes and antibodies directed towards 
any component of the target skin structure or apparatus^ and analogs of the above items 

- bothnatt^ 

:^r\-,rr}:\ While not a limiting factor, a common aspect of the most useful natural 

chromophores of the present invention is found in their chemical structure. Naturally 

25 occuring chromophores have a metal-ligand bonding site. The chemical structure of 

chlorophyll a is characterized by its R=t=CH3 group. A magnesium atom is present at the 
metal-ligand bonding site in the Figure. Chlorophyll a exhibits absorption maxima at 
409 nm, 429 nm, 498 nm, 53 1 nm, 577 nm, 613 nm, and 660 nm. Chlorophyll b is 
characterized by R=CHO exhibits absorption maxima at 427 nm, 453 nm, 545 nm, 565 

30 nm, 593 nm, and 642 nm. It can be reidily seen that various types of chlorophyll, or 
combinations thereof, can be used as topically applied chromophores to assist the 
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absorption of cer^dn wavelengths of light delivered through the skin or soft tissue for 
v^ous treatments. When used to enhance the absportion of a wavelength of light that 
coincides with an absorption maxima of target cells such as human fibroblasts, 
treatment can be even more ejBfective or can be carried out with reduced hght intensities 
5 or can produce miiltiple beneficial effects, such as treating acne bacteria and reducing 
or eliminating acne scarring. 

The alkaline hydrolysis of chlorophyll opens the cyclopentanone ring and 
replaces the methyl and phytyl ester groups with sodium or potassixmi. These resulting 
salts are called chlorophylUns and are water soluble. The alkaline hydrolysis of the 

1 0 chlorophyll shown in Figure X will result in a NaMg Chlorophyllin, but other salts can 
easily be formed by replacing the Mg atom in the chlorophyll \yith other metals or 
reactive transition metals, for example, such as copper, aluminum, iron, metal chelates, 
or antibody complexes . Such a substitution is made by treating the chlorophyll with an 
acid caustQg the Mg to be removed and replaced by H2 which, in tuin, is easily replaced 

15 by other metals. 

Chlorophyll and to some extent the other photosystems such as phycobilin, 
rhodopsin, etc., have at their core in the reaction centers^ or antennae, what are called 
*photosystem I and photosj^stem 11'. What this this refers to is either the isolation or 
'firactionalization' of existing photosystems or synthesize them altogether or 

20 genetically engineer and then harvest or produce them. Further, the artlGcial, synthetic, 
or fragmented natural or genetically engineered reaction centers consist of at least one 
of an electron donor arid at least one of an electron rece and are preferably enclosed 
.in some type of membrane like capsule or vehicle. Conceptually, this is analagous to 
the conventional lead-acid storage batteries where one separated the chemicals into two 

25 compartments and then generated a charge across the plates that connect them. Here, . 
diffusion of electrons across a membrane or diEfiisable barrier can estabUsh a 'gradient'. 
This can be done with compoimds such as chlorophyll, carotenoids, phycobilin, and 
many of the topical cotnpositions disclosed herein. In some cases it may be important 
to use a combination of at least two of the^e to get the electron donor and receptor set 
\ 30 up in a suitable manner. ^ 

^ \ 
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Unlike artifically synthesized chromophores, naturally occuring chromophores 
be^ the similar attribute of having the metal ligand bonding site which will dissociate 
the metal ion upon treatment with an acid. The acid content of human skin is sufficient 
to trigger this reaction and, in tum, cause the chlorophyll, having lost the metal ion, to 
5 become less soluble in water. The resulting chlorophyll, or other naturally occuring 
agent that dissociates a metal ion from a ligand bond under acidic conditions such as 
porphyrin for example, makes an excellent topical composition with superior optical 
properties for acting as a chrbmophore to enhance low-intensity light therapies. In 
anolher embodiment of the invention, therefore, the preferred chromophore is a 
10 compound having a metal Ugand bond that dissociates the metal ion xinder acidic 

conditions. In one embodiment of the invention, topical skin care formulations may be 
used for altering the pH or acidity of the skin. 

In addition to being an effective treatment method for reducing and eliminating 
the presence of common acne bacteria such as acnes vulgaris and for safely treating 
15: conditions such as pseudofolliculitis barbae^ acne rosacea, and sebaceous hyperplasia, 
the present invention also has application to the reduction of cellulite. Using any of the 
Ught sources suitable for use as described herein, adipocyte cells can be 
photomodulated. Photomodulation increases the local microcirculation in the cellulite 
and alters the metaboUc activity of the cells. Enhanced local microcirculation, 
20 metabolism or en2yraation activity, or combinations thereof, inay be produced by 

photomodulatory means. To enhjance the treatment, any of the topical chromophores as 
previoiisly desaibed can be used or n^ compositions can be used in 

. conjunctiomwith any of the photomodiilatory methods, including low-intensity light 
therapy, i Further photothermal means may be used to destroy adipocyte cells alone or in 
25 combination with photomodulatory means, with or without the use of exogenous 
chromophores. 

Many living organisms — both animals and plants — have as one of their major 
defense mechanisms against environmental damage to their cells and DNA repair 
system. This system is present in many if not all living organisms ranging from 
30 bacteria and yeasts to insects, amphibiiaiis, rodents and hunians. This DNA mechanism 
is one \?sduch is involved in processes to minimize death of cells, mutations, errors in 
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copying DNA or permanent DNA damage. These types of environmental and disease 
and drug related DNA damage are involved in aging and cancen 

One of these cancers, skin cancer, results jfrom ultraviolet light damage to the 
DNA produced by environmental exposxjre to natural sujiUght Almost all living 
5 organisms are unavoidably exposed to sunlight and thus to these damaging UV rays. 
The damage which is produced is a change in the stracture of the DNA called 
pyrimidine dimmers. This causes the DNA structure to be altered so that it cannot be 
read or copied any longer by the skin cells. This affects genes and tumor development 
and proper functioning of the immune system. 

10 The use of such naturally derived or artificially created or genetically engineered 

photolyase enzymes or related enzymes or other proteins fimctioning for DNA or RNA 
repair have a wide variety of applications. For example, the ability to treat skin 
damaged by sunlight/ultraviolet light of disease and to repair, reverse, diminish or 
otherwise reduce the risk of sldn cancer coxdd be iised either as a theraput^^ 

15 as a prevent! ve measure for people with severely simdamaged skin, with precancerous 
skin lesions, or with skin cancer. 

This principle appUes not only to skin cells and skin cancer but to a very broad 
range of skin and internal disorders, diseases, dysfunctions, genetic disorders, damage 
and tumors and cancCTS. In fact potentially any living cells might have beneficial 

20 effects firom treatment with photolyase or similar proteins in combination with light 
therapy. 

While in nature the light to activate the photolyase typically comes from natural 
, isunlightj essentially any light source, laser and noii laser, narrow band or broader 
bandwidth sources can activate the photolyase if the proper wavelengths and treatment 

25 parameters are selected. Thus natural sunlight filtered through a selective sunscreen 
could be used to activate both native and exogenously applied photolyases. Another 
treatment option would be to apply the photolyase and then treat with a controlled light 
source exposure to the proper wavelength band and parameters. A wide variety of light 
sources could be utilized and the range of these is described elsewhere in this 

30 application. For example a low energy roicrowatt narrow band but multispectral LED 
light source or array with mixed wavelengths could be utilized. Another embodiment is 
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a filtered metal halide light sovirce with a dominant wavelength of 4 1 5nm +/- 20nm 
and an exposure of 1-30 minutes at 1x10"^ - 100 milliwatts output can be used. Such 
exposure would occiir minutes to days after application of a topical product containing 
photolyase. 

5 Another example would be the repair of cells in the skin which have 

environmental damage but instead of repairing the cells which lead to skin cancer the 
ceUs ^^ilich lead to aging (photoaging) of the sldn are targeted for tM In one 

embodimeni; kin fibroblasts which have been sxm damaged are treated with a 
photolyase and subsequently the photolyase is photomodulated with blue light to set in 

10 motion the DNA repair mechanism of photolyase - that is photoreactiVation. This 

allows the repair of the stmcture and thus the normal functioning of the fibroblast DNA 
thus allowing normal functioning and prolifemtion of these fibroblasts — \?sMch produce 
the proteins such as collagen and elastin and hyaluronic acid and matrix ground 
substance wMch cause skin to be firm and elastic and youthful in appearance — thus 

15 producing anti-aging or skin rejuvenation effects in the skin as well as improving the 
stnicture and healthy function of the skin. 

Various cofactors which are involved in this photoreactivation process can also 
be added either topically or S3rstemically to further enhance or improve the efiBciency of 
this process. Other cofactors needed in the production of these proteins once the cells 

20 recover normal function also may be added topically or systemically to enhance the 

anti-aging or skin rejuevenation process. The deUvery of both the photolyase and/or the 
r - c^ 

I ' i : pemeab^ or to increase transport across the skin barrier and into the skin and 

underljdng tissues. Removal of a portion of the stratum comeum of the skin can also be 

25 used, alone or incombinatidn with ultrasound, to enhance penetration and delivery of 
• • these topically appUed agents. Additionally such methods of removing or alteriiig the 
stratum comeum can assist in penetration of the Ught or the efficiency of same or allow 
use of lower powered Hght sources including homense devices such as battery powered 
LED sources, 

30 A variety of sources exist for obtaining photolyases. These may include native 

naturally occxnxing photolyases, compounds derived from other living organisms (that 
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is one may use bacterially derived, or yeast derived, or plankton rederived^ or synthetic 
bry genetically engineered, photolyases and use therri in human skin for beneficial effects 
thus not limited to same species derived photolyases. One known photoiase is derived 
from Anacystis nidulans while others can be derived from bacteria - yeast in fact 
5 protect themselves with a photolyase which can be used in humans, other 
niicroorgamsms, plants, insects, amphibian and animal soxirces exist. 

The photolyase en2ymes fimction by light induced electron transfer from a 
reduced FAD factor to the enviroimiental exposiire produced pyrimidine dimers. The 
use of free radical inhibitors or quenchers such as antioxidants can also be used to 

10 supplement the photolyase therapy. Other light activated chromophores may be utilized 
with Ught sources and properly selected parameters to ftirther enhance, stimulate, 
photomodulate, photoactivate or photoinhibit the target or supporting cells or tissue to 
promote the most efiFective treatment 

There are many causes of free radical damage to cells. In one embodiment 

15 wpimd healing can be accelerated by utilizing a combination of antioxidants, cell 

growth factors, direct photomodulation (photoactivation) of cells, and photoreactivation 
through photolyases. Topical or systemic therapy with the proper cofactors and 
replacing any deficiencies of cofactors can fijrfher enhance woimd healing. For 
example, a chonic leg ulcer wovmd could be treated with an antioxidant mixture of 

20 vitamin E, vitamin C and glutathione, as well as cofactors such as fetty acids and keto 
acids and low level Ught therapy using and I£D an^y with parameters 
photostimidate fibroblasts ^depiflieUal ceUs coiild also 

. photolyase and blue Ugjit therapy thus greatly accelerating wound healing and healing 
wounds or bums that would otherwise not be treatable. It is possible by selecting 
25 certain photomodulating or electromagneticmodulating parameters to cause -excessive' 
stimulation and cause, for example, in the case of photomodiQation the geuCTation of 
triplet states and also singlet states producing reactive oxygen species (ROS) or 'free 
radicals'. These ROS can 'trigger' a cascade of cellular and subcellular signals and 
events wMch are destructive or inhibiting to various key cellular reactions. One such 
] 3 0 example is the production of ROS by cigarette smoke thus producing an increase in 
MN4P-1 or coUagenase enzyme. This can destroy existing or newly formed collagen 
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and thus cause or . worsen aging changes in the skin. Similarly, certain wavelengths of 
ultraviolet light produce increases in MMP-1 and other destructive MMP en2ymes. It is 
illustrated in Figures 18-21 that photoniodvdation can also produce increased 
depending upon the modulating parameters. This is also one reason that including 
5 MMP inhibitors in the topical agents can be useful to increasing stimulation of 

coll£igen. There are also other MMP enzymes which degrade or destroy various other 
structural proteins produced by fibroblasts and these proteins and MMP are also subject 
to photomodulation and exogenous agents manipulation as well. 

Theipotential uses of photolyases and light therapy include: the treatment or 

10 repair or reverse nerve damage or diseases including spinal cord injuries and diseasejs; 
cancer or cancer treatment related problenis including radiation and chemothera^ 
cervical dysplasia ^d esophageal dysplasia (Barrett's esophagus) and other epithelial 
derived cell or organ disorders such as lung, oral cavily, mucous membranes, etc.; eye 
related diseases including but not limited to macular degeneration, cataracts, etc. 

15 There are very broad health and commCTcial applications of photolyase 

mediated photorepair or photoreactivation of DNA (or RNA) damage witii flavin 
radical photdreduction/DNA repair via photomodulation or riative or exogenously 
applied natural or synthetic or genetically engineered photolyases. The addition of 
topical. Oral, or systemically administered photolyases and also their cofactors or 

20 cofactors of the cells whose DNA is being repaired further enhance these applications. 
The enhanced delivery of such substances topically via ultrasotmd assisted delivery, via 
alteration ofithe skin 

/deUveiy vducles or encapsxalations are yet a^ 

The use of a topical light activated exogenous chromophore such as most of the 
25 agents Usrted in this application present no risk of DNA danaage and al^ 

veiy safe products — many are natural such as chlorophyll and can be safely used in 
children and pregnancy and child bearing age women. In addition the treatment is only 
activated where the topical agent is applied — unlike the use of oral psoralen drugs that 
activate not only the entire skin but also the retina and other tissues. The light used for 
i 30 this therapy is not only low in power, but it is for the most part visible or infrared light 
and is not ultraviolet -producing no DNA damage. Note, however, that in certain 

\^ 
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preferred embodiments of the invention, infrared light is specifically filtered out of the 
light source. Typical means of performing this filtration are by placing a neutral density 
filter, one that blocks the transmission of infixed wavelengtii radiation, over the light 
source. 

5 Thus the use of photomodulation or photothermal activation of exogenous light 

activated chromophores such as described herein represents a signicant advance in 
safety and eflBcacy, 

The photolyase embodiments described above also have some application for 
diseases such as psoriasis. For some cases of psoriasis are very extensive covering 

1 0 large amotmts of the surface area of the body and may be resistant to other known 

therapies. The application of a topical fomulation to the areas not being treated — or to 
all the body areas exposed to the traditional psoriasis phototherapy could receive a post 
treatment with the photolyase and blue Ught therapy — think of this as a type of 
'antidote* to the ultraviolet psoriasis phototherapy wherein the repair of DNA dainage 

15 to normial tissue was facilitated immediately following the psoriasis therapy — thus 
reducing significantiy the risk of skin cancer and photoaging in future years. 

Another embodiment involves the use of such a photolyase preparation in the 
evening after returning from a long day of occupational sun e5q>osure or after an 
accidental sunbum. A spray or lotion containing the photolyase could be appUed and 

20 then photorepair/photareacitvation of the acutely dainaged DNA in the skin ck^ 

performed — and this could be performed with a large beam diameter home therapy unit 
^ of by a white light source ^^d^ch contained enpugh of the desired wavelength at the 
proper pararneters to produce this reaction. Additionally an antioxidant skin 
formulation could be also applied to nmmnize er3^ema and other undesired effects of 

25 the simbum. One such embodiment woxild be the preparation described earUer with a 
combination of vitamin C, vitamin E and glutathione and free fatty acids and one or 
more keto acids. A similar formulation could contain these agents but utilize only one 
or two of the three antioxidants Hsted. 

In vitro fertilization processes can also be enhanced by photomodulation — with 

30 or witiiout an exogenous chromophorev This can simply target the cells or subcellular 
components themselves, as described in the ^pUcants copending U.S. patent 

\\ ■ ■ 



O3086215A1 I > 



wo 03/086215 



PGTAJS03/10509 



41 

application serial no. 09/894,899 entitled "Method and Apparatus for Photomodulation 
of Living Cells", which is hereby incorporated by reference in its entirety. 

This can result in a greater success rate of fertilization and/or growtti of embryos 
or other desirable effects on this process. In one embodiment an LED light source is 
5 used to treat sperm of animals or humans or genetically engineered embryos or 
subcomponents thereof to enhance fertilization. 

In another embodiment photolyase or other photoreparative or light activated 
DNA repair proteins or substances combined with photomodulation can be utilized to 
^correct' DNA damage in embryonic tissues thus generating a normal or more normal 
^ 10 embryo. This can be performed in vitro or in utero (utilizing tiny fiber optic delivery of 
the proper ligjit parameters — or the light can be delivered from outside the body into 
the womb without the risk of introducing a fiber optic device. 

Another process in which photomodulation can be utilized for significant 
benefit is in the stimulation of proliferation, growth, differentiation, etc of stem cells 
15 from any living organism. Stem cells growth and differentiation into tissues or organs 
or structures or cell cultures for infusion, implantation, etc (and their subsequent growth 
after such transfer) can be facilitiated or enhanced or coirtroUed or inhibited. The origin 
of such stem cells can be from any living tissue or organism. In humans stem cells for 
these embodiments may come from any source in the human body, but typically 
20 originate from the bone marrow, blood, embryo, placenta^ fetus, imibilical cord or cord 
blood; arid can be either naturally or artiBcially created either in vivo, ex vivo or in vitro 
>s : . \vith or withotrt genetic alteration or engineering. Such tissue can 

^ . come from iany Uving source of any orig^ 

Stem cells can be photoactivated or photoinhibited by photornddulation.The use 
25 of photomodulation alone or in combination with other electromagnetic modulation 
(i.e., the use of radiation outside the visible spectrum to modulate cellular activity, 
collagen production, fibroblast production, fibroblast-derived cell production, etc.) and 
/ or adjimctive chroniophores or cofectors can be used to not only stimulate the 
proliferation of stem cells, but also to 'guide* or stimulate the differentiaion of stem 
\ 30 cells into the desired cell line(s). This^modulation can be performed on more 

differentiated tissues and not simply embryonic tissues. Thus such cell sources as 
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umbilical cord blood or bone marrow stem cells may be modulated as well as stem cells 
wjuch exist or are latent in end organs (an example of which would be the stem cells 
which exist in the hair bulge and can be photomodulated or activated to grow or regrow 
hair). 

5 With photomodulation or electromagneticmodulation there is little or no 

temperature rise wifli this process although transient local nondestmctive intracellular 
themial changes may contribute via such effects as membrane changes or structured 
conformational changes. 

The wavelength or bandwidth of wavelengths is one of the critical factors in 
1 0 selective photomodulation. Pulsed or continuous exposure, duration and frequency of 
pulses (and dark *ofP period) and energy are also factors as well as the presence, 
absence or deficiency of any or bU cofactors, enzymes, catalysts, or other building 
blocks of die process being photomodulated. 

Photomodulation can control or direct the path or pathways of differentiation of 
1 5 stem cells, their proliferation and growth, their motility and ultimately what they 
produce or secrete and the specific activation or inhibition of such production. 

Photomodulation can up^regulate or down-regulate a gene or group of genes, 
activate or inactivate enzymes, modulate DNA activity, and other cell regulatory 
fimctions. 

20 Our analogy for photomodulation of stem cells is that ^ specific set of 

parameters can activate or inhibit difTerentiation or proliferation or other activities of a 
stem cell. Much as a burglar^ann keypad has a unique 'code' to arm (activate) or 
. disarm (inhibit or inactivate) sending an alarm signal which then sets in motion a series 
of events so it is with photomodiilation of stem cells. 

25 Different parameters with the same wavelength may have very diverse and even 

opposite effects. When different parameters of photomodulation are performed 
simidtaneously different effects may be produced (like playing a simple key versus a 
chord on a piano). When different parameters are used serially or sequentially the 
effects are also different — in feet depending on the time interval we may cancel out the 

30 prior photomodulation message (like canceling burglar alarm). 
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The selection of wavelength photomodulation is critical as is the bandwidth 
selected as there may be a very narrow bandwidth for some appUcations — in essence 
these are biologically active spectral intervals. Generally the photomodulation will 
target flavins, cytochromes, iron-sulfur complexes, quinines, heme, enzymes, and other 
; 5 transition metal ligand bond structures though not limited to these. 

These act much like chlorophyll and other pigments in photosynthesis as 
'antennae' for photo acceptor inolecules. These photo acceptor sites receive photons 
from electromagnetic sources such as these described in this application, but also 
including radio frequency, microwaves, electrical stimulation, magnetic fields, and also 
^ 1 0 may be affected by the state of polari^tion of light. Gombinations of electromagnetic 
radiation sourcesmay also be used. 

The photon energy being received by the photo acceptor molecules fit>m even 
low intensity light thempy (LILT) is sirEBcient to affect the chemical bonds thus 
'energizing' the photo acceptor molecules vsMch in tum transfers and may also amplify 
15 this energy signal. An 'electron shuttle' transports this to ultimately produce ATP (or 
icdiibit) the iriitochondria thus energizing the ceU (for proliferation;^^ 
activities for example). This can be broad or yery specific in the cellular response 
produced: The health of the cells and their environment can greatly affect the response 
to the photo modulation. Examples include hypoxia, excess or lack or ration of proper 
20 cofactors or growth factors, drag exposure (eg. reduced ubiquinone from certain 
anticholesterol drugs) or antioxidant status, diseases, etc. It is also possible to use a 
V topical or systemic (or both) preparation which contains ubiquinone or its natural or 
i . synthetic derivatives to enhance the effects of photomodulation or photoactivation. 

Tho as yet unknown mechanism, which establishes 'priorities' within living 
25 cells, caii be photomodulated. This can include even the differentiation of early 

embryos or stem cell population. Exogenous light activated chromophores may also be 
used alone or in combination with exogenous chromophores. Genetically altered or 
engineered stem ceUs or stem cells which have an inborn genetic error or defect or 
imcommon but desirable or beneficial trait inay require a different 'combination' of 
30 parameters than their analogous 'norrriial' stem cells or may produce different cellular 
response if use the same combination of parameters. Using various methods of 
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photomodulation or other techniques known in the art more specific cellular effects 
be produced by 'blocking' some 'chaimels' that are photomodulated. 
Another application of photomodulation is in the treatment of cellulite. 
Cellulite is a common condition which represents a certain outward appearance of the 
5 skin in certain anatODniic areas — most commonly oh the upper legs and hips which is 
widely regarded as cosmetically imdesirable. Cellulite is the result of a certain 
anatomic configuration of the skin and underlying soft tissues and fat v^ch may 
involve abnormalities of circulation or microcirculation or metabolic abnormalities — 
predominantiy in the fat and supportmg tissues. Photomodulation or photothermal 
1 0 treatments of the.adipocytes (fat cells) or their siirrounding supportmg structures and 
blood supply alone or in combination can reduce the appearance of cellulite and/or 
normalize the structure and function of the tissues involved with tihe cellulite. 

Photomodulation of adipocytes can be performed using endogenous 
chromjophores suche as the iadipocytes themselves, their mitochondria or other targets 
15 within the adipocyte electron transport system or respiratory chain or other subcellular 
components. Exogenous light or electromagnetically activated chromophores can also 
be photomodulated (photoactivated or photoinhibited) or photothermal interactions can 
also occur. Examples of such chromophores are listed elsewhere in this application and 
can be topicaUy or systenodcaUy introduced into the target tissues or 
20 surrounding blood vessels. The use of externally or internally applied iiltrasound can be 
utilized either to etihance delivery of the chromophore or to alter local circiilatipn or to 
: provide therrnal effect or to provide destructive eff^ 
.actions. 

In one embodiment the chromophore is deUvered into the fat layer under 
25 skin on:the thigh using external ultrasound to enhance skin permeability and also 

enhance transport The alteration of the stratum comeimi alone or in combination with 
the ultrasoimd can further enhance delivery of the chromophore. External massage 
therapy from various techniques can be used to enhance the treatmCTt process. In 
another embodirnmt chromophore is injected into the fat layer prior o treatment with 
30 light Some light therapy with or without ultrasound may be used to photomodulate or 
photothermally or ultrasonically increase or otherwise alter tiie circulation or 
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microciruclation or local metabolic processes in the areas affected by cellulite or other 
tissues. The proper light parameters are selected for the target adipocytes, blood vessels 
, exogenous chromophores, etc. Since some of the target tissues in cellulite are deeper 
than for example wrinkles or acne, typically long enough wavelengths of light must be 
5 utilized so that the light penetrated deeply enough to reach the target tissue. 

Various topical or systemic agents can also be used to enhance the celluUte 
reduction treatments. Some of these include various cofactors for the metabolic or 
adipocyte interactions described and have been previously described herein. 

Additional topical agents for inhibiting hair growth include inhibitors of 

10 ornithine decarboxylase, inhibitors of vascular endothelial growth factor (VEGF), 
inhibitors of phospholipase A2, inhibitors of S — adenosylmethionine. Specific 
examples of these, but not limited to, include licorice, licochalone A, genestein, soy 
isoflavones, phtyoestrogens, vitamin D and derivatives, analogs, conjugates, natural or 
synthetic versions or genetically engineered or altered or immunologic conjugates with 

15 these agents. Also the same topical agents, exogenous light activated chromophores and 
treattnents described for cellulite above also are hereby incorporated into methods for 
reducing the growth of hair. Increasing the circulation or microcirculation of the hair 
bearing skin rnay also be accomplished by simply producing vasodilation by any 
method know to those skilled in this art. Some examples of tojpical agents which might 

20 be used to create such vasodilation include, but are not limited to: capsicum, ginseng, 
niaciiiamide,.rninoxidil, etc. 

In conjunction \yith the present inv occur at energy 

; levels higher than 1 J/cm2^ but the chance for photothermal injury to the skin increases. 
To reduce thermal injury to the skin, while carrying out photomodulatory treatment at 

25 high energy fluences, it is possible to use varioxis devices for cooling the skin. 

Cyrogenic sprays and cold water circulation systems are known in the art are suitable 
for this purpose. Such devices, however, have not been used previously to allow 
photomodulatory processes to occur at energy fluence levels that are normally 
associated with thermal injury. _ 
I 30 The present invention is further illustrated by way of the following examples. 
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Example 1 

WRIN^ REDUCTION WITH PULSED TREATMENT 

A team of blinded expert graders vievsdng before and after photon 
patients subjected to the non-ablative LILT C*Low Intensity Light Therapy") of the 
5 present invention score the global improvement of visible wrinkles prominent in the 
facial area. 

Six females are treated to reduce wrinkles. The entire face of the patient 
is subjected to the light from the LED light source. Three treatments over 12 weeks to 
the entire face with 250 millisecond pulses, an interpulse delay of 100 milliseconds, and 
10 100 repetitions, resulting in a total energy fluence of 70.0 milliJ/cm^. The average 
reduction in wrinkles is shown in Table L The light source has a dominant emissive 



wavelength at 574 nm. 


Table 1 


WeekA^alue 


Averaged Value of 
Reduction 


0 weeks 


0 % 


4 weeks 


28% 


8 weeks 


56 % 


12 weeks 


64% 



15 Example 2 

WRINKLE R^ 

A team of blinded expert graders viewing before and afle^ 
patients subjected to the non-ablative LILT ("Low Intensity Light Therap/') of the 
present invention score the global improvement of visible wrinkles prominent in the 
20 facial area. 

Six females are treated to reduce wrinkles. The entire face of the patient 
is subjected to the light from the LED light source. Three treatments over 12 weeks to 
the entire face with 250 millisecond pulses, an interpulse delay of 1 00 milliseconds, and 
100 repetitions, resulting in a total energy fluence of 30.0 milliJ/cm^. The average 
25 reduction in wrinkles is shown in Table 3. The light source has a dominant emissive 
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wavelength at 590 niri. An optical lowpass filter was placed over the light source to 
block the transmission of wavelengths longer than TOOnm. 



Table 2 



We^kA^alue 


Averaged Value of 
Reduction 


0 weeks 


0% 


4 weeks - 


32% 


8 weeks 


63% 


A 12 weeks 


71 % 



5 Example 3 

WRBSTKLE MEDUCrnON 

A team of blinded expert graders viewing before and after photos of 
patients subjected to the non-ablative LILT ("Low Intensity Light Therapy*') of the 
present invention score the global miprovement of visible wrinkles prominent in the 
10 facial area. 

Six females are treated to reduce wrinkles. The entire face of the patient 
is subjected to the Ught fi'om the dye laser light source. Three treatments over 12 weeks 
to the entire face with 0.2 millisecond pulses, an interpulse delay of 100 milliseconds, 
and 100 repetitions, resulting in a total energy fluence of 100.0 milliJ/cm^ (a neutral 

15 dehsity filter was placed over the light source to hmitvthe total energy fluence). The 
averagejredtotion in wrinkles is shown ia Table 3. The light source has a dominant 
. emissive wavelength at 560 nm with the use of an optical filter designed to difiOract the 
emission spectrum of the dye laser to produce usable output in a +/- 1 5 nm range 
relative to the dominant emissive wavelength. 

20 Table 3 



Week/Value 


Averaged Value of 
Reduction 


0 weeks 


0 % 


4 weeks 


^ 17% 


8 weeks 


23 % 
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12 weeks I 30 % " ^ 

Example 4 

WRINKLE REDUCTION - CONTINUOUS TREATMENT 

Six males are treated to improve cutaneous blood flow for the purpose of 
5 stimulating hair growth. Twelve weekly treatments are performed on each patient's 
scalp using a 50 second continuous wave produced by a metal halide light source 
filtered to reduce infimed wavelengths to avoid heating the skin above to threshold for 
thermal injury. The metal halide light source produces a dominant emissive wavelength 
of 420 nm. The target tissue receives a total energy fluence of approximately 100.0 
10 milliJ/cm^, Measuring cutaneouis blood flow with a Doppler cutaneous blood flow 

meter in an environmentally controlled room indicates an average increase in cutaneous 
blood flow of 22% among the test subjects. 

Example 5 

15 WRINKLE REDUCTION - ULTRA SHORT PULSE DURATION 

A particularly advantageous treatment regimen of the present invention is 
illustrated by treating 6 photo-aged females for wrinkle reduction. Three treatments are 
admdnistered over 12 weeks visuig a Ti-Sapphire laser light source. The the facial area 
of each patient is treated with a total energy fluence of approximately 60 nailliJ/cm^, per 
20 session, from 80 pulses with a duration of 10 picoseconds^ with 100 milliseconds 
: / v between each pxilseL The target tissue of <^ patient exhibits a substantial increase in 
: new collagen production, thereby reducing the visibility of wrinkles. 
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Example 6 

WRINKLE REDUCTION - ULTRA SHORT PULSE DURATION 
Another particularly advantageous trealment regimen of 
illustrated by treating 6 photo-aged females for wrinkle reduction. Three treatments are 
5 administered over 12 weeks using a 1064 nm Q switched Nd:YAG laser light source. 
The facial area of each patient is treated with a total energy fluence of approximately 40 
nailliJ/cm^, per session, from 100 pxilses with a duration of 5 nanoseconds, with 20 
milliseconds between each pulse. The target tissue of each patient exhibits a substantial 
increase in nevv collagen production, thereby reducing the visibility of wrinkles. 

10 ^-r- • 

Example 7 

ACNE REDUCTION WITH MULTIPLE, SIMULTANEOUS LIGHT SOURCES 
A particularly advantageous treatment regimen of the present invention is 

illustrated by treating patients exhibiting acne and acne scarring. Nine treatments are 
1 5 administered over 1 2 weeks using a combination of red (620nm) and blue (415 nm) 

LEDs (the indicated wavelength for each being the dominant emissive wavelength). 

The facial area of each patient is treated with a total energy fluence of approximately 40 

miUiJ/cm^to 90 milliJ/cml per session, from a simultaneous continuous wave of 

approximately 1 8 minutes in duration from both sources. Each patient exhibits a 
20 substantial decrease in visible acne and acne scarring as well as a reduction in the 

presence pf acne bacteria. 

Example 8 

ACNE REDUCTION WITH SEQUENTIAL LIGHT SOURCES 
25 A particularly advantageous treatment regimen of the present invention is 

illustrated by treating patients exhibiting acne and acne scarring. Nine treatments are 
adnunistered over 12 weeks using a combination of red (620nm) and blue (415 nm) 
LEDs (the indicated wavelength for each being the dominant emissive wavelength). 
The facial area of each patient is treated with a total energy fluence of approximately 40 
J 30 milliJ/cm to 90 miUiJ/cm , per session, from a continuous wave of approximately 18 
minutes in duration from the red LED and another continuous wave of approximately 
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1 8 minutes from the blue LED. Prior to exposmre to the light source, the target tissue of 
each patient is treated with a 3% copper chlorophyllin solution. Each patient exhibits a 
substhntiai decrease in visible acne and acne scarring as well as a reduction in the 
presence of acne bacteria. 
5 Example 9 

ACNE REDUCTION WITH IGG 
A particularly advantageous treatment regimen of the present invention is 
illustrated by treating patients exhibiting acne and acne scarring. Nine treatments are 
administered over 12 weeks using multiple LEDs, each having a dominant emissive 

10 wavelength of 8 1 0 nm, arranged in a 0.5 W/cm^ array. The facial area of each patient is 
treated with a total energy fluence of approximately 40 miUi J/cm^, per session, from a 
continuous wave of approximately 80 seconds in duration. Prior to exposure to the 
light source, the target tissue of each patient is treated with a 3% indocyanine green 
solution. Each patient exhibits a substantial decrease in visible acne and acne scarring 

15 as well as a reduction in the presence of acne bacteria. 
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CLAIMS 

" I claim: 

L A method for the manipulation of collagen, fibroblast, and fibroblast- 
derived cell levels in mammalian tissue comprising: 
5 exposing said tissue to a plurality of pulses from at least one source of 

narrowband, multichromatic electromagnetic radiation having a dominant emissive 
wavelength of from about 300nm to about 1 600 nm, 

wherein said pulses have a duration of from about 0.1 femtoseconds to 
about 100 seconds, the interpulse delay between said pulses is from about 0.1 to about 
10 1000 milliseconds, and the energy fluence received by said tissue is less than about lO 
joule per square centimeter. 

2. The method of claim 1 wherein said source of narrowband, 
multichromatic electromagnetic radiation is selected from a light emitting diode, a 
15 laser, a fluorescent light source, an organic light emitting diode, a light enoitting 

polymer, a xenon arc lamp,a metal halide lamp, a filamentous light source, an intense 
pulsed Ught source, a sulfur lamp, and combinations thereof, and said dominant 
emissive wavelength is from about 400 nm to about 1600 nm. 

20 3 . The method of claim 2 wherein said source of narrowband, 

multichromatic electromagnetic radiation fijrther comprises a filter element for reducing 
the intensity of infirared ra 

.4. The method according to claim 1 wherein the energy fluence received at 
25 said tissue is 1 J/cm^ or less. 

5. The method according to claim 1 wherein the energy fluence received at 
said tissue is greater than 1 J/cm^ and further comprises cooling said tissue. 

30 6. The method according to claim 4 \dierein said energy- fluence received 

at said tissue is from aboxit from about 1x10 J/cm to 1 J/cm . 
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^ 7. The method of claim 6 wherein said energy fluence received at said 

tissub is from about from about 1 xl 0"^ J/cm^ to about 0.1 J/cm^. 

5 8- The method of claim 1 wherein said pulse length is from about 1 

nanosecond to about 1 second, 

9. The method of claim 8 wherein said pulse length is from about 5 
nanoseconds to about 100 milliseconds. 

10 

10. The method of claim 1 wherein said source of electromagnetic radiation 
is filtered to reduce the energy fluence of infrared radiation. 

11. The method of claim 1 wherein said source of electromagnetic radiation 
15 is filt^ed to reduce the perception by said tissue of radiation having a wavelength 

greater than about 700 nm. 

12. The method of claim 1 ftirther comprising applying a topical 
composition to said tissue, prior to exposing said tissue. 

20 

13. The niethod of claim 12 wherein said topical composition is selected 
from the groirp consisting of naturally occurring chlorophyll-containing compounds, 

. carotenoid-containing compounds, phyocobiUn compounds, indocyanine green, 
methylene blue, ros^ Bengal, Vitamin C, Vitamin E, Vitamin D, Vitamin A, Vitamiii K, 
25 Vitamin F, Retin A (Tretinoin), Adapalene, Retinol, Hydroquinone, Kojic acid, a 

growth factor, echinacea, an antibiotic, an antifungal, an antiviral, a bleaching agent, an 
alpha hydroxy acid, a beta hydroxy acid, salicylic acid, antioxidant triad compoxmd, a 
seaweed derivative, a salt water derivative, algae, an antioxidant, a phytoanthocyanin, a 
phytonutrient, plankton, a botanical product, a heibaceous product, a hormone, an 
j 30 enzyme, a mineral, a cofactor, an antiaging substance, insulin, minoxidil, lycopene, a 
natural or synthetic melanin, a metalloproteinase inhibitor, proline, hydroxyproline, an 

V ■ • 
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anesthetic, chlorophyll, bacteriochlorophyll, copper chlorophyllin, chloroplasts, 
''Garotenoids, phyeobilin, rhodopsin, anthocyanin, inhibitors of ornithine decarboxylase, 
inhibitors of vascular endothelial growth factor (VEGF), inhibitors of phospholipase 
A2, inhibitors of S — adenosylmethionine, licorice, licochalone A, genestein, soy 
5 isoflavones, phtyoestrogens, derivative, analogs, homologs, and subcomponents 

thereof, and derivatives, subcomponents, immunological complexes and antibodies of 
said target tissue, and synthetic and natural analogs thereof, and combinations thereof. 

13. A method for the manipulation of collagen, fibrolDlast, and fibroblast- 
10 derived cell levels in mammalian tissue comprising: 

exposing said tissue to at least one soiirce of narrowband, 
multichromatic electromagnetic radiation having a dominant emissive wavelength of 
j&om aboxitSOOnm to about 1600 nm for aperiod of time of from about 10 seconds to 
about 24 hours, wherein the energy fluence received by said tissue is less than about 10 
15 J/cm^. 

14. The method of claim 13 wherein said source of narrowband^ 
multichromatic electromagnetic radiation is selected from a light emitting diode, a 
laser, a: fluorescent light source, an organic light emitting diode, a light emitting 

20 polymer, a xenon arc lamp,a metal halide lamp, a filamentous light source, a sulfur 

lamp, and cornbinations thereof, and said dominant emissive wavelength is from about 
; 400 nm to about 160Qimi,^; ^ ^ ^ 

: 15. ; The method of claim 14 wherein said soxirce of narrowband, 
25 multichromatic electromagnetic radiation further comprises a filter element for reducing 
the intensity of infiared radiation received by said tissue 

16. Hie method according to claim 13 \^dlerein the energy fluence received 
at said tissue is 1 J/cm^ or less. 
30 \ 
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17. T^he method according to claim 1 3 wherein the energy fluence received 
said tissue is greater than 1 J/cm^ and further comprises cooling said tissue. 

18. The method according to claim 1 6 wherein said energy fluence received 
5 at said tissue is from about from about 1x10"^ J/cm^ to 1 J/cm^. 

19. Themethodof claim 18 wherein said energy fluence received at said 
tissue is from about from about 1x10"^ J/cm^ to about 0. 1 J/cm^. 

10 20. The method of claim 13 wherein said source of electromagnetic 

radiation is filtered to reduce the energy fluence of infrared radiation. 

21. The method of claim 13 wdierein said source of electromagnetic 
radiation is filtered to reduce the perception by said tissue of radiation having a 

15 wavelength greater tiianaboxit 700 nm. 

22. The method of claim 13 fiirther comprising applying a topical 
composition to said tissiie, prior to exposing said tissue. 

20 23> The method of claim 22 wherein said topical composition is selected 

from the group consisting of naturally occurring chlorophyll-containing compounds, 
carotenoid-containirg compounds, phyocpbilin compoimds, ind 
^ methylene blue, rose Bengal, Vitamin C, Vitamin E, Vitamin D, Vitamin A, Vitamin K, 
Vitamin F, Retin A (Tretinoin), Adapalene, Retinol, Hydroquinone, Kojic acid, a 

25 growth factor, echinacea, an antibiotic, an antifungal, an antiviral, a bleaching agent, an 
alpha hydroxy acid, a beta hydroxy acid, salicylic acid, antioxidant triad compound, a 
seaweed derivative, a salt water derivative, algae, an antioxidant, a phytoanthocyanin, a 
phytonutrient, plankton, a botanical product, a herbaceous product, a hormone, an 
enzyme, a mineral, a cofactor, an antiaging substance, insulin, minoxidil, lycopene, a 

30 natural or synthetic melanin, a metalldproteinase inhibitor, proline, hydroxyproline, an 
anesthetic, chlorophyll, bacteriochlorophyll, copper chlorophyllin, chloroplasts, 

\\ 
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carotenoids, phycobilin, rhodopsin, anthocyanin, inhibitors of ornithine decarboxylase, 
ii^hibitors of vascular endothelial growth factor (VEGF), inhibitors of phospholipase 
A2, inhibitors of S - adenosylmethionine, licorice, Hcochalone A, genestein, soy 
isoflavones, phtyoestrogens, derivative, analogs, homologs, and subcomponents 
5 thereof, and derivatives, subcomponents, immunological complexes and antibodies of 
said target tissue, and synthetic and natural analogs thereof, and combinations thereof. 

24. The method of claim 1 further comprising cooling said tissue to maintain 
a temperature of said tissue below the threshold for thernial injiiry. 



10 



15 



25. The method of claim 13 further comprising cooling said tissue to 
maintain a temperature of said tissue below the threshold for thermal injury. 

26. The method of claim 1 further comprising maintaining the temperature 
of said tissue at or below 38°G. 

27. The method of claim 13 further comprising the step of maintaining the 
temperature of said tissue at or below 38*^C. 
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